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ABOUT US

RL RIGHTLIGHT is a member of Liberta Group company 
based in Istanbul / TURKEY since 2015. Since the first 
day of its establishment, our company has developed 
all its strategies and activities based on customer 
satisfaction; has become a professional brand in indoor 
lighting applications including all kinds of technical 
lighting solutions and outdoor lighting. Right Light, 
export to over 21 countries with over 1800 different 
lighting product types which classified above.
 
 

As a commercial principle; RL RIGHTLIGHT’s Customers 
and  Business partners  achieve  their  success  and 
business goals  in  order  to  provide  the  right  product, 
satisfied service and best price to projects and markets. 
 
RL RIGHTLIGHT, among the  pioneers  of  change  in 
its  region  by rapidly adapting to the developments 
worldwide.
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INDOOR / LED DOWNLIGHT

MICRO SOLARI

Ø70mm

Ø80mm

DALILED CRI
90

CRI
80LED IP65IP40F OUTIN

	» Die-cast aluminium body.
	» High efficient opal diffuser.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Emergency kit system option is available
	» Possible to IP44 with integration of extra silicon 

gasket.

White

Light Grey

Dark Grey

Black

LBL.RC.01.05

Led Type SMD LED
System Power 5W

Lumen Output
3000K
4000K
6500K

500Lm 
535Lm
560Lm

Power Factor ≥0.9

Zone 1/2
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INDOOR / LED DOWNLIGHT

MINI SOLARI
DALILED CRI

90
CRI
80LED IP65IP40F OUTIN

	» Die-cast aluminium body.
	» High efficient opal diffuser.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Emergency kit system option is available
	» Possible to IP44 with integration of extra silicon 

gasket.

White

Light Grey

Dark Grey

Black

Ø90mm

Ø108mm

LBL.RC.01.06

Led Type SMD LED
System Power 6W

Lumen Output
3000K
4000K
6500K

600Lm 
642Lm
672Lm

Power Factor ≥0.9

Zone 1/2
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INDOOR / LED DOWNLIGHT

MIDI SOLARI
DALILED CRI

90
CRI
80LED IP65IP40F OUTIN

	» Die-cast aluminium body.
	» High efficient opal diffuser.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Emergency kit system option is available
	» Possible to IP44 with integration of extra silicon 

gasket.

White

Light Grey

Dark Grey

Black

Ø105mm

Ø120mm

LBL.RC.01.08

Led Type SMD LED
System Power 8W

Lumen Output
3000K
4000K
6500K

800Lm 
856Lm
896Lm

Power Factor ≥0.9
Zone 1/2
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INDOOR / LED DOWNLIGHT

SOLARI
DALILED CRI

90
CRI
80LED IP65IP40F OUTIN

	» Die-cast aluminium body.
	» High efficient opal diffuser.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Emergency kit system option is available
	» Possible to IP44 with integration of extra silicon 

gasket.

White

Light Grey

Dark Grey

Black

Ø130mm

Ø150mm

LBL.RC.01.12

Led Type SMD LED
System Power 12W

Lumen Output
3000K
4000K
6500K

1260Lm 
1320Lm
1380Lm

Power Factor ≥0.9

Zone 1/2
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INDOOR / LED DOWNLIGHT

MAXI SOLARI
DALILED CRI

90
CRI
80LED IP65IP40F OUTIN

	» Die-cast aluminium body.
	» High efficient opal diffuser.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Emergency kit system option is available
	» Possible to IP44 with integration of extra silicon 

gasket.

White

Light Grey

Dark Grey

Black

Ø180mm

Ø200mm

LBL.RC.01.20

Led Type SMD LED
System Power 20W

Lumen Output
3000K
4000K
6500K

2100Lm 
2200Lm
2300Lm

Power Factor ≥0.9
Zone 1/2
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INDOOR / LED DOWNLIGHT

MEGA SOLARI
DALILED CRI

90
CRI
80LED IP65IP40F OUTIN

	» Die-cast aluminium body.
	» High efficient opal diffuser.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Emergency kit system option is available
	» Possible to IP44 with integration of extra silicon 

gasket.

White

Light Grey

Dark Grey

Black

Ø210mm

Ø240mm

LBL.RC.01.25

Led Type SMD LED
System Power 25W

Lumen Output
3000K
4000K
6500K

2625Lm 
2750Lm
2875Lm

Power Factor ≥0.9

Zone 1/2
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INDOOR / LED DOWNLIGHT

MICRO MESE
DALILED CRI

90
CRI
80LED IP65IP40F OUTIN

	» Die-cast aluminium body.
	» High efficient opal diffuser.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Emergency kit system option is available
	» Possible to IP44 with integration of extra silicon 

gasket.

White

Light Grey

Dark Grey

Black

Ø85mm

Ø97mm

LBL.RC.02.06

Led Type SMD LED
System Power 6W

Lumen Output
3000K
4000K
6500K

600Lm 
642Lm
672Lm

Power Factor ≥0.9

Zone 1/2
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INDOOR / LED DOWNLIGHT

MINI MESE
DALILED CRI

90
CRI
80LED IP65IP40F OUTIN

	» Die-cast aluminium body.
	» High efficient opal diffuser.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Emergency kit system option is available
	» Possible to IP44 with integration of extra silicon 

gasket.

White

Light Grey

Dark Grey

Black

Ø105mm

Ø117mm

LBL.RC.02.08

Led Type SMD LED
System Power 8W

Lumen Output
3000K
4000K
6500K

800Lm 
856Lm
896Lm

Power Factor ≥0.9

Zone 1/2
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INDOOR / LED DOWNLIGHT

MIDI MESE
DALILED CRI

90
CRI
80LED IP65IP40F OUTIN

	» Die-cast aluminium body.
	» High efficient opal diffuser.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Emergency kit system option is available
	» Possible to IP44 with integration of extra silicon 

gasket.

White

Light Grey

Dark Grey

Black

Ø130mm

Ø147mm

LBL.RC.02.12

Led Type SMD LED
System Power 12W

Lumen Output
3000K
4000K
6500K

1260Lm 
1320Lm
1380Lm

Power Factor ≥0.9

Zone 1/2
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INDOOR / LED DOWNLIGHT

MESE
DALILED CRI

90
CRI
80LED IP65IP40F OUTIN

	» Die-cast aluminium body.
	» High efficient opal diffuser.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Emergency kit system option is available
	» Possible to IP44 with integration of extra silicon 

gasket.

White

Light Grey

Dark Grey

Black

Ø160mm

Ø175mm

LBL.RC.02.16

Led Type SMD LED
System Power 16W

Lumen Output
3000K
4000K
6500K

1680Lm 
1760Lm
1840Lm

Power Factor ≥0.9

Zone 1/2
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INDOOR / LED DOWNLIGHT

MAXI MESE
DALILED CRI

90
CRI
80LED IP65IP40F OUTIN

	» Die-cast aluminium body.
	» High efficient opal diffuser.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Emergency kit system option is available
	» Possible to IP44 with integration of extra silicon 

gasket.

White

Light Grey

Dark Grey

Black

Ø175mm

Ø192mm

LBL.RC.02.20

Led Type SMD LED
System Power 20W

Lumen Output
3000K
4000K
6500K

2100Lm 
2200Lm
2300Lm

Power Factor ≥0.9

Zone 1/2



www.rightlightings.com 21

INDOOR / LED DOWNLIGHT

MEGA MESE
DALILED CRI

90
CRI
80LED IP65IP40F OUTIN

	» Die-cast aluminium body.
	» High efficient opal diffuser.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Emergency kit system option is available
	» Possible to IP44 with integration of extra silicon 

gasket.

White

Light Grey

Dark Grey

Black

Ø210mm

Ø227mm

LBL.RC.02.25

Led Type SMD LED
System Power 25W

Lumen Output
3000K
4000K
6500K

2625Lm 
2750Lm
2875Lm

Power Factor ≥0.9

Zone 1/2
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INDOOR / LED DOWNLIGHT

MICRO MONDO
DALILED CRI

90
CRI
80LED IP65IP40F OUTIN

	» Die-cast aluminium body.
	» High efficient opal diffuser.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Emergency kit system option is available
	» Possible to IP44 with integration of extra silicon 

gasket.

White

Light Grey

Dark Grey

Black

Ø85mm

Ø97mm

LBL.RC.03.06

Led Type SMD LED
System Power 6W

Lumen Output
3000K
4000K
6500K

600Lm 
642Lm
672Lm

Power Factor ≥0.9

Zone 1/2
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INDOOR / LED DOWNLIGHT

MINI MONDO
DALILED CRI

90
CRI
80LED IP65IP40F OUTIN

	» Die-cast aluminium body.
	» High efficient opal diffuser.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Emergency kit system option is available
	» Possible to IP44 with integration of extra silicon 

gasket.

White

Light Grey

Dark Grey

Black

Ø105mm

Ø117mm

LBL.RC.03.08

Led Type SMD LED
System Power 8W

Lumen Output
3000K
4000K
6500K

800Lm 
856Lm
896Lm

Power Factor ≥0.9

Zone 1/2
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INDOOR / LED DOWNLIGHT

MIDI MONDO
DALILED CRI

90
CRI
80LED IP65IP40F OUTIN

	» Die-cast aluminium body.
	» High efficient opal diffuser.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Emergency kit system option is available
	» Possible to IP44 with integration of extra silicon 

gasket.

White

Light Grey

Dark Grey

Black

Ø130mm

Ø147mm

LBL.RC.03.12

Led Type SMD LED
System Power 12W

Lumen Output
3000K
4000K
6500K

1260Lm 
1320Lm
1380Lm

Power Factor ≥0.9
Zone 1/2
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INDOOR / LED DOWNLIGHT

MONDO
DALILED CRI

90
CRI
80LED IP65IP40F OUTIN

	» Die-cast aluminium body.
	» High efficient opal diffuser.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Emergency kit system option is available
	» Possible to IP44 with integration of extra silicon 

gasket.

White

Light Grey

Dark Grey

Black

Ø160mm

Ø175mm

LBL.RC.03.16

Led Type SMD LED
System Power 16W

Lumen Output
3000K
4000K
6500K

1680Lm 
1760Lm
1840Lm

Power Factor ≥0.9

Zone 1/2
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INDOOR / LED DOWNLIGHT

MAXI MONDO
DALILED CRI

90
CRI
80LED IP65IP40F OUTIN

	» Die-cast aluminium body.
	» High efficient opal diffuser.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Emergency kit system option is available
	» Possible to IP44 with integration of extra silicon 

gasket.

White

Light Grey

Dark Grey

Black

Ø175mm

Ø192mm

LBL.RC.03.20

Led Type SMD LED
System Power 20W

Lumen Output
3000K
4000K
6500K

2100Lm 
2200Lm
2300Lm

Power Factor ≥0.9

Zone 1/2
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INDOOR / LED DOWNLIGHT

MEGA MONDO
DALILED CRI

90
CRI
80LED IP65IP40F OUTIN

	» Die-cast aluminium body.
	» High efficient opal diffuser.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Emergency kit system option is available
	» Possible to IP44 with integration of extra silicon 

gasket.

White

Light Grey

Dark Grey

Black

Ø210mm

Ø227mm

LBL.RC.03.25

Led Type SMD LED
System Power 25W

Lumen Output
3000K
4000K
6500K

2625Lm 
2750Lm
2875Lm

Power Factor ≥0.9

Zone 1/2
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INDOOR / LED DOWNLIGHT

MICRO MESE SQUARE
DALILED CRI

90
CRI
80LED IP65IP40F OUTIN

	» Die-cast aluminium body.
	» High efficient opal diffuser.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Emergency kit system option is available
	» Possible to IP44 with integration of extra silicon 

gasket.

White

Light Grey

Dark Grey

Black

Ø85mm

97mm

97
m

m

LBL.RC.04.06

Led Type SMD LED
System Power 6W

Lumen Output
3000K
4000K
6500K

600Lm 
642Lm
672Lm

Power Factor ≥0.9

Zone 1/2
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INDOOR / LED DOWNLIGHT

MINI MESE SQUARE
DALILED CRI

90
CRI
80LED IP65IP40F OUTIN

	» Die-cast aluminium body.
	» High efficient opal diffuser.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Emergency kit system option is available
	» Possible to IP44 with integration of extra silicon 

gasket.

White

Light Grey

Dark Grey

Black

Ø105mm

117mm

11
7m

m

LBL.RC.04.08

Led Type SMD LED
System Power 8W

Lumen Output
3000K
4000K
6500K

800Lm 
856Lm
896Lm

Power Factor ≥0.9

Zone 1/2
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INDOOR / LED DOWNLIGHT

MIDI MESE SQUARE
DALILED CRI

90
CRI
80LED IP65IP40F OUTIN

	» Die-cast aluminium body.
	» High efficient opal diffuser.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Emergency kit system option is available
	» Possible to IP44 with integration of extra silicon 

gasket.

White

Light Grey

Dark Grey

Black

Ø130mm

147mm

14
7m

m

LBL.RC.04.12

Led Type SMD LED
System Power 12W

Lumen Output
3000K
4000K
6500K

1260Lm 
1320Lm
1380Lm

Power Factor ≥0.9

Zone 1/2
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INDOOR / LED DOWNLIGHT

MESE SQUARE
DALILED CRI

90
CRI
80LED IP65IP40F OUTIN

	» Die-cast aluminium body.
	» High efficient opal diffuser.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Emergency kit system option is available
	» Possible to IP44 with integration of extra silicon 

gasket.

White

Light Grey

Dark Grey

Black

Ø160mm

175mm

17
5m

m

LBL.RC.04.16

Led Type SMD LED
System Power 16W

Lumen Output
3000K
4000K
6500K

1680Lm 
1760Lm
1840Lm

Power Factor ≥0.9

Zone 1/2
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INDOOR / LED DOWNLIGHT

MAXI MESE SQUARE
DALILED CRI

90
CRI
80LED IP65IP40F OUTIN

	» Die-cast aluminium body.
	» High efficient opal diffuser.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Emergency kit system option is available
	» Possible to IP44 with integration of extra silicon 

gasket.

White

Light Grey

Dark Grey

Black

Ø175mm

192mm

19
2m

m

LBL.RC.04.20

Led Type SMD LED
System Power 20W

Lumen Output
3000K
4000K
6500K

2100Lm 
2200Lm
2300Lm

Power Factor ≥0.9

Zone 1/2
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INDOOR / LED DOWNLIGHT

MEGA MESE SQUARE
DALILED CRI

90
CRI
80LED IP65IP40F OUTIN

	» Die-cast aluminium body.
	» High efficient opal diffuser.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Emergency kit system option is available
	» Possible to IP44 with integration of extra silicon 

gasket.

White

Light Grey

Dark Grey

Black

Ø210mm

227mm

22
7m

m

LBL.RC.04.25

Led Type SMD LED
System Power 25W

Lumen Output
3000K
4000K
6500K

2625Lm 
2750Lm
2875Lm

Power Factor ≥0.9

Zone 1/2
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INDOOR / LED DOWNLIGHT

MICRO MONDO SQUARE
DALILED CRI

90
CRI
80LED IP65IP40F OUTIN

	» Die-cast aluminium body.
	» High efficient opal diffuser.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Emergency kit system option is available
	» Possible to IP44 with integration of extra silicon 

gasket.

White

Light Grey

Dark Grey

Black

Ø85mm

97mm

97
m

m

LBL.RC.05.06

Led Type SMD LED
System Power 6W

Lumen Output
3000K
4000K
6500K

600Lm 
642Lm
672Lm

Power Factor ≥0.9

Zone 1/2
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INDOOR / LED DOWNLIGHT

MINI MONDO SQUARE
DALILED CRI

90
CRI
80LED IP65IP40F OUTIN

	» Die-cast aluminium body.
	» High efficient opal diffuser.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Emergency kit system option is available
	» Possible to IP44 with integration of extra silicon 

gasket.

White

Light Grey

Dark Grey

Black
Ø105mm

117mm

11
7m

m

LBL.RC.05.08

Led Type SMD LED
System Power 8W

Lumen Output
3000K
4000K
6500K

800Lm 
856Lm
896Lm

Power Factor ≥0.9

Zone 1/2
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INDOOR / LED DOWNLIGHT

MIDI MONDO SQUARE
DALILED CRI

90
CRI
80LED IP65IP40F OUTIN

	» Die-cast aluminium body.
	» High efficient opal diffuser.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Emergency kit system option is available
	» Possible to IP44 with integration of extra silicon 

gasket.

White

Light Grey

Dark Grey

Black

Ø130mm

147mm

14
7m

m

LBL.RC.05.12

Led Type SMD LED
System Power 12W

Lumen Output
3000K
4000K
6500K

1260Lm 
1320Lm
1380Lm

Power Factor ≥0.9

Zone 1/2
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INDOOR / LED DOWNLIGHT

MONDO SQUARE
DALILED CRI

90
CRI
80LED IP65IP40F OUTIN

	» Die-cast aluminium body.
	» High efficient opal diffuser.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Emergency kit system option is available
	» Possible to IP44 with integration of extra silicon 

gasket.

White

Light Grey

Dark Grey

Black

Ø160mm

175mm

17
5m

m

LBL.RC.05.16

Led Type SMD LED
System Power 16W

Lumen Output
3000K
4000K
6500K

1680Lm 
1760Lm
1840Lm

Power Factor ≥0.9
Zone 1/2
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INDOOR / LED DOWNLIGHT

MAXI MONDO SQUARE
DALILED CRI

90
CRI
80LED IP65IP40F OUTIN

	» Die-cast aluminium body.
	» High efficient opal diffuser.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Emergency kit system option is available
	» Possible to IP44 with integration of extra silicon 

gasket.

White

Light Grey

Dark Grey

Black

Ø175mm

192mm

19
2m

m

LBL.RC.05.20

Led Type SMD LED
System Power 20W

Lumen Output
3000K
4000K
6500K

2100Lm 
2200Lm
2300Lm

Power Factor ≥0.9

Zone 1/2
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INDOOR / LED DOWNLIGHT

MEGA MONDO SQUARE
DALILED CRI

90
CRI
80LED IP65IP40F OUTIN

	» Die-cast aluminium body.
	» High efficient opal diffuser.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Emergency kit system option is available
	» Possible to IP44 with integration of extra silicon 

gasket.

White

Light Grey

Dark Grey

Black

Ø210mm

227mm

22
7m

m

LBL.RC.05.25

Led Type SMD LED
System Power 25W

Lumen Output
3000K
4000K
6500K

2625Lm 
2750Lm
2875Lm

Power Factor ≥0.9

Zone 1/2
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INDOOR / LED DOWNLIGHT

MINI NOVA
DALILED CRI

90
CRI
80LED IP65IP44F OUTIN

	» Die-cast aluminium body.
	» High efficient opal diffuser.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Emergency kit system option is available
	» Possible to IP44 with integration of extra silicon 

gasket.

White

Light Grey

Dark Grey

Black

Ø135mm

Ø135mm

75
m

m

Ø120mm

LBL.RC.06.12

Led Type SMD LED
System Power 12W

Lumen Output
3000K
4000K
5000K

880Lm 
920Lm
948Lm

Power Factor ≥0.9

Zone 1/2
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INDOOR / LED DOWNLIGHT

MIDI NOVA
DALILED CRI

90
CRI
80LED IP65IP44F OUTIN

	» Die-cast aluminium body.
	» High efficient opal diffuser.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Emergency kit system option is available
	» Possible to IP44 with integration of extra silicon 

gasket.

White

Light Grey

Dark Grey

Black

Ø165mm

Ø180mm

Ø180mm

90
m

m

LBL.RC.06.21

Led Type SMD LED
System Power 21W

Lumen Output
3000K
4000K
5000K

1360Lm 
1425Lm
1468Lm

Power Factor ≥0.9

Zone 1/2
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INDOOR / LED DOWNLIGHT

NOVA
DALILED CRI

90
CRI
80LED IP65IP44F OUTIN

	» Die-cast aluminium body.
	» High efficient opal diffuser.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Emergency kit system option is available
	» Possible to IP44 with integration of extra silicon 

gasket.

White

Light Grey

Dark Grey

Black

Ø190mm

Ø204mm

Ø204mm

10
2m

m

LBL.RC.06.24

Led Type SMD LED
System Power 24W

Lumen Output
3000K
4000K
5000K

1877Lm 
1962Lm
2020Lm

Power Factor ≥0.9

Zone 1/2
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INDOOR / LED DOWNLIGHT

MAXI NOVA
DALILED CRI

90
CRI
80LED IP65IP44F OUTIN

	» Die-cast aluminium body.
	» High efficient opal diffuser.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Emergency kit system option is available
	» Possible to IP44 with integration of extra silicon 

gasket.

White

Light Grey

Dark Grey

Black

Ø210mm

Ø230mm

Ø230mm

95
m

m

LBL.RC.06.35

Led Type SMD LED
System Power 35W

Lumen Output
3000K
4000K
5000K

2600Lm 
2720Lm
2800Lm

Power Factor ≥0.9

Zone 1/2
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INDOOR / LED DOWNLIGHT

KARO NOVA
DALILED CRI

90
CRI
80LED IP65IP44F OUTIN

	» Die-cast aluminium body.
	» High efficient opal diffuser.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Emergency kit system option is available
	» Possible to IP44 with integration of extra silicon 

gasket.

White

Light Grey

Dark Grey

Black

Ø130mm

190mm

19
0m

m

190mm

92
m

m

175X175mm

LBL.RC.07.21

Led Type SMD LED
System Power 21W

Lumen Output
3000K
4000K
5000K

1404Lm 
1468Lm
1510Lm

Power Factor ≥0.9

Zone 1/2
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INDOOR / LED SPOTLIGHT

46

VEGA-R
DALILED CRI

90
CRI
80LED IP65IP40F OUTIN

	» Die-cast aluminium body.
	» High efficient Reflector with Glass.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Emergency kit system option is available.
	» Possible to IP44 with integration of extra silicon 

gasket.

White

Light Grey

Dark Grey

Black

Ø70mm

Ø80

LBL.SPT.01.07

Led Type COB LED
System Power 7W

Lumen Output
3000K
4000K
6500K

770Lm 
812Lm
840Lm

Power Factor ≥0.9
Zone 1/2

LBL.SPT.01.09

Led Type COB LED
System Power 9W

Lumen Output
3000K
4000K
6500K

990Lm 
1044Lm
1080Lm

Power Factor ≥0.9
Zone 1/2
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INDOOR / LED SPOTLIGHT

47

VEGA-S
DALILED CRI

90
CRI
80LED IP65IP40F OUTIN

	» Die-cast aluminium body.
	» High efficient opal diffuser.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Emergency kit system option is available
	» Possible to IP44 with integration of extra silicon 

gasket.

White

Light Grey

Dark Grey

Black

Ø70mm

80mm

80
m

m

LBL.SPT.02.09

Led Type COB LED
System Power 9W

Lumen Output
3000K
4000K
6500K

990Lm 
1044Lm
1080Lm

Power Factor ≥0.9
Zone 1/2

LBL.SPT.02.07

Led Type COB LED
System Power 7W

Lumen Output
3000K
4000K
6500K

770Lm 
812Lm
840Lm

Power Factor ≥0.9
Zone 1/2
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INDOOR / LED SPOTLIGHT

48

SMART
DALILED CRI

90
CRI
80LED IP65IP40F OUTIN

	» Die-cast aluminium body.
	» High efficient Reflector with Glass.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Emergency kit system option is available.
	» Possible to IP44 with integration of extra silicon 

gasket.

White

Light Grey

Dark Grey

Black

Ø90mm

Ø97

LBL.SPT.03.09

Led Type COB LED
System Power 9W

Lumen Output
3000K
4000K
6500K

990Lm 
1044Lm
1080Lm

Power Factor ≥0.9
Zone 1/2

LBL.SPT.03.12

Led Type COB LED
System Power 12W

Lumen Output
3000K
4000K
6500K

1320Lm 
1392Lm
734Lm

Power Factor ≥0.9
Zone 1/2
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INDOOR / LED SPOTLIGHT

49

BOWIE
DALILED CRI

90
CRI
80LED IP65IP40F OUTIN

	» Die-cast aluminium body.
	» High efficient Reflector with Glass.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Emergency kit system option is available.
	» Possible to IP44 with integration of extra silicon 

gasket.

White

Light Grey

Dark Grey

Black

Ø80mm

90mm

90
m

m

LBL.SPT.04.12

Led Type COB LED
System Power 12W

Lumen Output
3000K
4000K
6500K

1320Lm 
1392Lm
734Lm

Power Factor ≥0.9
Zone 1/2

LBL.SPT.04.09

Led Type COB LED
System Power 9W

Lumen Output
3000K
4000K
6500K

990Lm 
1044Lm
1080Lm

Power Factor ≥0.9
Zone 1/2
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INDOOR / LED SPOTLIGHT

50

KARE
DALILED CRI

90
CRI
80LED IP65IP40F OUTIN

	» Aluminium Sheet body.
	» High efficient Reflector with Glass.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Emergency kit system option is available.
	» Possible to IP44 with integration of extra silicon 

gasket.

White

Light Grey

Dark Grey

Black

LBL.SPT.05.09

Led Type COB LED
System Power 9W

Lumen Output
3000K
4000K
6500K

990Lm 
1044Lm
1080Lm

Power Factor ≥0.9
Zone 1/2

LBL.SPT.05.07

Led Type COB LED
System Power 7W

Lumen Output
3000K
4000K
6500K

770Lm 
812Lm
840Lm

Power Factor ≥0.9
Zone 1/2
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INDOOR / LED SPOTLIGHT

51

DALILED CRI
90

CRI
80LED IP65IP40F OUTIN

	» Die-cast aluminium body.
	» High efficient opal diffuser.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Emergency kit system option is available.

White

Light Grey

Dark Grey

Black

MINI LIVA

Ø110mm

Ø73.4mm

Ø110mm

75
m

m

LBL.SPT.06.07

Led Type COB LED
System Power 7W

Lumen Output
3000K
4000K
5000K

672Lm 
713Lm
734Lm

Power Factor ≥0.9
Zone 1/2
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INDOOR / LED SPOTLIGHT

52

LIVA
DALILED CRI

90
CRI
80LED IP65IP40F OUTIN

	» Die-cast aluminium body.
	» High efficient opal diffuser.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Emergency kit system option is available.

White

Light Grey

Dark Grey

Black

Ø130mm
Ø93.4mm

Ø130mm

79
m

m

LBL.SPT.06.14

Led Type COB LED
System Power 14W

Lumen Output
3000K
4000K
5000K

1205Lm 
1280Lm
1315Lm

Power Factor ≥0.9
Zone 1/2
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INDOOR / LED SPOTLIGHT

53

DALILED CRI
90

CRI
80LED IP65IP40F OUTIN

	» Die-cast aluminium body.
	» High efficient opal diffuser.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Emergency kit system option is available.

White

Light Grey

Dark Grey

Black

MAXI LIVA

Ø138mm

Ø103.5mm

Ø138mm
11

1m
m

LBL.SPT.06.24

Led Type COB LED
System Power 24W

Lumen Output
3000K
4000K
5000K

2410Lm 
2555Lm
2630Lm

Power Factor ≥0.9
Zone 1/2
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INDOOR / LED SPOTLIGHT

54

SPICA
DALILED CRI

90
CRI
80LED IP65IP40F OUTIN

	» Die-cast aluminium body.
	» High efficient opal diffuser.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Emergency kit system option is available.

White

Light Grey

Dark Grey

Black

85mm

138mm

80
m

m

138mm

12
8m

m
80X90mm

LBL.SPT.07.15

Led Type COB LED
System Power 15W

Lumen Output
3000K
4000K
5000K

1194Lm 
1267Lm
1305Lm

Power Factor ≥0.9
Zone 1/2
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INDOOR / LED SPOTLIGHT

55

DALILED CRI
90

CRI
80LED IP65IP40F OUTIN

	» Die-cast aluminium body.
	» High efficient opal diffuser.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Emergency kit system option is available.
	» Possible to IP44 with integration of extra silicon 

gasket.

CANOPUS

White

Light Grey

Dark Grey

Black

Ø97mm

Ø85mm

LBL.SPT.08.09

Led Type COB LED
System Power 9W

Lumen Output
3000K
4000K
5000K

990Lm 
1044Lm
1080Lm

Power Factor ≥0.9
Zone 1/2

LBL.SPT.08.07

Led Type COB LED
System Power 7W

Lumen Output
3000K
4000K
5000K

770Lm 
812Lm
840Lm

Power Factor ≥0.9
Zone 1/2
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INDOOR / LED SPOTLIGHT

56

MINI CEPHEI
DALILED CRI

90LED IP65IP40F OUTIN

	» Die-cast aluminium body.
	» High efficient Reflector with Glass.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Emergency kit system option is available.
	» Possible to IP44 with integration of extra silicon 

gasket.

White

Light Grey

Dark Grey

Black

Ø70mm

Ø80mm

LBL.SPT.09.07

Led Type COB LED
System Power 7W

Lumen Output
3000K
4000K
6500K

770Lm 
812Lm
840Lm

Power Factor ≥0.9
Zone 1/2
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INDOOR / LED SPOTLIGHT

57

DALILED CRI
90LED IP65IP40F OUTIN

	» Die-cast aluminium body.
	» High efficient Reflector with Glass.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Emergency kit system option is available.
	» Possible to IP44 with integration of extra silicon 

gasket.

White

Light Grey

Dark Grey

Black

MIDI CEPHEI

Ø90mm

Ø108mm

LBL.SPT.09.09

Led Type COB LED
System Power 9W

Lumen Output
3000K
4000K
6500K

990Lm 
1044Lm
1080Lm

Power Factor ≥0.9
Zone 1/2
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INDOOR / LED SPOTLIGHT

58

CEPHEI
DALILED CRI

90LED IP65IP40F OUTIN

	» Die-cast aluminium body.
	» High efficient Reflector with Glass.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Emergency kit system option is available.
	» Possible to IP44 with integration of extra silicon 

gasket.

White

Light Grey

Dark Grey

Black

Ø105mm

Ø120mm

LBL.SPT.09.12

Led Type COB LED
System Power 12W

Lumen Output
3000K
4000K
6500K

1200Lm 
1392Lm
1440Lm

Power Factor ≥0.9
Zone 1/2
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INDOOR / LED SPOTLIGHT

59

DALILED CRI
90LED IP65IP40F OUTIN

	» Die-cast aluminium body.
	» High efficient Reflector with Glass.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Emergency kit system option is available.
	» Possible to IP44 with integration of extra silicon 

gasket.

White

Light Grey

Dark Grey

Black

MAXI CEPHEI

Ø130mm

Ø150mm

LBL.SPT.09.18

Led Type COB LED
System Power 18W

Lumen Output
3000K
4000K
6500K

1980Lm 
2088Lm
2160Lm

Power Factor ≥0.9
Zone 1/2
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INDOOR / LED SPOTLIGHT

60

MEGA CEPHEI
DALILED CRI

90LED IP65IP40F OUTIN

	» Die-cast aluminium body.
	» High efficient Reflector with Glass.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Emergency kit system option is available.
	» Possible to IP44 with integration of extra silicon 

gasket.

White

Light Grey

Dark Grey

Black

Ø180mm

Ø200mm

LBL.SPT.09.25

Led Type COB LED
System Power 25W

Lumen Output
3000K
4000K
6500K

2750Lm 
2900Lm
3000Lm

Power Factor ≥0.9
Zone 1/2
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INDOOR / LED SPOTLIGHT

61

	» Die-cast aluminium body.
	» High efficient opal diffuser.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Emergency kit system option is available.
	» Possible to IP44 with integration of extra silicon 

gasket.

White

Light Grey

Dark Grey

Black

MICRO CANIS
DALILED CRI

90
CRI
80LED IP65IP40F OUTIN

Ø85mm

Ø97mm

LBL.SPT.10.09

Led Type COB LED
System Power 9W

Lumen Output
3000K
4000K
6500K

990Lm 
1044Lm
1080Lm

Power Factor ≥0.9
Zone 1/2
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INDOOR / LED SPOTLIGHT

62

	» Die-cast aluminium body.
	» High efficient opal diffuser.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Emergency kit system option is available.
	» Possible to IP44 with integration of extra silicon 

gasket.

White

Light Grey

Dark Grey

Black

DALILED CRI
90

CRI
80LED IP65IP40F OUTIN

MINI CANIS

Ø105mm

Ø117mm

LBL.SPT.10.12

Led Type COB LED
System Power 12W

Lumen Output
3000K
4000K
6500K

1320Lm 
1392Lm
1440Lm

Power Factor ≥0.9
Zone 1/2
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INDOOR / LED SPOTLIGHT

63

	» Die-cast aluminium body.
	» High efficient opal diffuser.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Emergency kit system option is available.
	» Possible to IP44 with integration of extra silicon 

gasket.

White

Light Grey

Dark Grey

Black

MIDI CANIS
DALILED CRI

90
CRI
80LED IP65IP40F OUTIN

Ø130mm

Ø147mm

LBL.SPT.10.18

Led Type COB LED
System Power 18W

Lumen Output
3000K
4000K
6500K

1980Lm 
2088Lm
2160Lm

Power Factor ≥0.9
Zone 1/2
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INDOOR / LED SPOTLIGHT

64

	» Die-cast aluminium body.
	» High efficient opal diffuser.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Emergency kit system option is available.
	» Possible to IP44 with integration of extra silicon 

gasket.

White

Light Grey

Dark Grey

Black

DALILED CRI
90

CRI
80LED IP65IP40F OUTIN

MAXI CANIS

Ø175mm

Ø192mm

LBL.SPT.10.25

Led Type COB LED
System Power 25W

Lumen Output
3000K
4000K
6500K

2750Lm 
2900Lm
3000Lm

Power Factor ≥0.9
Zone 1/2
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INDOOR / LED SPOTLIGHT

65

	» Die-cast aluminium body.
	» High efficient opal diffuser.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Emergency kit system option is available.
	» Possible to IP44 with integration of extra silicon 

gasket.

White

Light Grey

Dark Grey

Black

MICRO CANIS DEEP
DALILED CRI

90
CRI
80LED IP65IP40F OUTIN

Ø85mm

Ø97mm

LBL.SPT.11.09

Led Type COB LED
System Power 9W

Lumen Output
3000K
4000K
6500K

990Lm 
1044Lm
1080Lm

Power Factor ≥0.9
Zone 1/2
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INDOOR / LED SPOTLIGHT

66

	» Die-cast aluminium body.
	» High efficient opal diffuser.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Emergency kit system option is available.
	» Possible to IP44 with integration of extra silicon 

gasket.

White

Light Grey

Dark Grey

Black

DALILED CRI
90

CRI
80LED IP65IP40F OUTIN

MINI CANIS DEEP

LBL.SPT.11.12

Led Type COB LED
System Power 12W

Lumen Output
3000K
4000K
6500K

1320Lm 
1392Lm
1440Lm

Power Factor ≥0.9
Zone 1/2

Ø105mm

Ø117mm
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INDOOR / LED SPOTLIGHT

67

	» Die-cast aluminium body.
	» High efficient opal diffuser.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Emergency kit system option is available.
	» Possible to IP44 with integration of extra silicon 

gasket.

White

Light Grey

Dark Grey

Black

MIDI CANIS DEEP
DALILED CRI

90
CRI
80LED IP65IP40F OUTIN

LBL.SPT.11.15

Led Type COB LED
System Power 15W

Lumen Output
3000K
4000K
6500K

1650Lm 
1740Lm
1800Lm

Power Factor ≥0.9
Zone 1/2

Ø130mm

Ø147mm
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INDOOR / LED SPOTLIGHT
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	» Die-cast aluminium body.
	» High efficient opal diffuser.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Emergency kit system option is available.
	» Possible to IP44 with integration of extra silicon 

gasket.

White

Light Grey

Dark Grey

Black

DALILED CRI
90

CRI
80LED IP65IP40F OUTIN

MAXI CANIS DEEP

Ø175mm

Ø192mm

LBL.SPT.11.25

Led Type COB LED
System Power 25W

Lumen Output
3000K
4000K
6500K

2750Lm 
2900Lm
3000Lm

Power Factor ≥0.9
Zone 1/2
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INDOOR / LED SPOTLIGHT
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	» Die-cast aluminium body.
	» High efficient opal diffuser.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Emergency kit system option is available.
	» Possible to IP44 with integration of extra silicon 

gasket.

White

Light Grey

Dark Grey

Black

MICRO SKUTI
DALILED CRI

90
CRI
80LED IP65IP40F OUTIN

Ø85mm

97mm

97
m

m

LBL.SPT.12.09

Led Type COB LED
System Power 9W

Lumen Output
3000K
4000K
6500K

990Lm 
1044Lm
1080Lm

Power Factor ≥0.9
Zone 1/2
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INDOOR / LED SPOTLIGHT
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	» Die-cast aluminium body.
	» High efficient opal diffuser.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Emergency kit system option is available.
	» Possible to IP44 with integration of extra silicon 

gasket.

White

Light Grey

Dark Grey

Black

DALILED CRI
90

CRI
80LED IP65IP40F OUTIN

MINI SKUTI

Ø105mm

117mm

11
7m

m

LBL.SPT.12.12

Led Type COB LED
System Power 12W

Lumen Output
3000K
4000K
6500K

1320Lm 
1392Lm
1440Lm

Power Factor ≥0.9
Zone 1/2
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INDOOR / LED SPOTLIGHT
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	» Die-cast aluminium body.
	» High efficient opal diffuser.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Emergency kit system option is available.
	» Possible to IP44 with integration of extra silicon 

gasket.

White

Light Grey

Dark Grey

Black

MIDI SKUTI
DALILED CRI

90
CRI
80LED IP65IP40F OUTIN

Ø130mm

147mm

14
7m

m

LBL.SPT.12.18

Led Type COB LED
System Power 18W

Lumen Output
3000K
4000K
6500K

1980Lm 
2088Lm
2160Lm

Power Factor ≥0.9
Zone 1/2
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INDOOR / LED SPOTLIGHT
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	» Die-cast aluminium body.
	» High efficient opal diffuser.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Emergency kit system option is available.
	» Possible to IP44 with integration of extra silicon 

gasket.

White

Light Grey

Dark Grey

Black

DALILED CRI
90

CRI
80LED IP65IP40F OUTIN

MAXI SKUTI

Ø175mm

192mm

19
2m

m

LBL.SPT.12.25

Led Type COB LED
System Power 25W

Lumen Output
3000K
4000K
6500K

2750Lm 
2900Lm
3000Lm

Power Factor ≥0.9
Zone 1/2
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INDOOR / LED SPOTLIGHT
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	» Die-cast aluminium body.
	» High efficient opal diffuser.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Emergency kit system option is available.
	» Possible to IP44 with integration of extra silicon 

gasket.

White

Light Grey

Dark Grey

Black

MICRO SKUTI DEEP
DALILED CRI

90
CRI
80LED IP65IP40F OUTIN

Ø85mm

97mm

9 7
m

m

LBL.SPT.13.09

Led Type COB LED
System Power 9W

Lumen Output
3000K
4000K
6500K

990Lm 
1044Lm
1080Lm

Power Factor ≥0.9
Zone 1/2
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INDOOR / LED SPOTLIGHT
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	» Die-cast aluminium body.
	» High efficient opal diffuser.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Emergency kit system option is available.
	» Possible to IP44 with integration of extra silicon 

gasket.

White

Light Grey

Dark Grey

Black

DALILED CRI
90

CRI
80LED IP65IP40F OUTIN

MINI SKUTI DEEP

Ø105mm

117mm

11
7m

m

LBL.SPT.13.12

Led Type COB LED
System Power 12W

Lumen Output
3000K
4000K
6500K

1320Lm 
1392Lm
1440Lm

Power Factor ≥0.9
Zone 1/2
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INDOOR / LED SPOTLIGHT
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	» Die-cast aluminium body.
	» High efficient opal diffuser.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Emergency kit system option is available.
	» Possible to IP44 with integration of extra silicon 

gasket.

White

Light Grey

Dark Grey

Black

MIDI SKUTI DEEP
DALILED CRI

90
CRI
80LED IP65IP40F OUTIN

Ø130mm

147mm

1 4
7 m

m

LBL.SPT.13.15

Led Type COB LED
System Power 15W

Lumen Output
3000K
4000K
6500K

1650Lm 
1740Lm
1800Lm

Power Factor ≥0.9
Zone 1/2
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INDOOR / LED SPOTLIGHT
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	» Die-cast aluminium body.
	» High efficient opal diffuser.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Emergency kit system option is available.
	» Possible to IP44 with integration of extra silicon 

gasket.

White

Light Grey

Dark Grey

Black

DALILED CRI
90

CRI
80LED IP65IP40F OUTIN

MAXI SKUTI DEEP

Ø175mm

192mm

19
2m

m

LBL.SPT.13.25

Led Type COB LED
System Power 25W

Lumen Output
3000K
4000K
6500K

2750Lm 
2900Lm
3000Lm

Power Factor ≥0.9
Zone 1/2
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INDOOR / LED SPOTLIGHT
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DALILED CRI
90

CRI
80LED IP65IP40F OUTIN

	» Die-cast aluminium body.
	» High efficient opal diffuser.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Emergency kit system option is available.
	» Possible to IP44 with integration of extra silicon 

gasket.

ARCTURUS

White

Light Grey

Dark Grey

Black

Ø175mm

Ø147mm

LBL.SPT.14.30

Led Type COB LED
System Power 30W

Lumen Output
3000K
4000K
6500K

3300Lm 
3480Lm
3600Lm

Power Factor ≥0.9
Zone 1/2

LBL.SPT.14.18

Led Type COB LED
System Power 18W

Lumen Output
3000K
4000K
6500K

1980Lm 
2088Lm
2160Lm

Power Factor ≥0.9
Zone 1/2
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INDOOR / LED SPOTLIGHT
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STORE I
DALILED CRI

90
CRI
80LED IP65IP20F OUTIN

	» Die-cast aluminium body.
	» High efficient opal diffuser.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Emergency kit system option is available.
	» Possible to IP44 with integration of extra silicon 

gasket.

White

Light Grey

Dark Grey

Black

165X165mm

195mm

19
5m

m

LBL.SPT.15.118

Led Type COB LED
System Power 18W

Lumen Output
3000K
4000K
6500K

1980Lm 
2088Lm
2160Lm

Power Factor ≥0.9
Zone 1/2

LBL.SPT.15.130

Led Type COB LED
System Power 30W

Lumen Output
3000K
4000K
6500K

3300Lm 
3480Lm
3600Lm

Power Factor ≥0.9
Zone 1/2
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INDOOR / LED SPOTLIGHT
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STORE II
DALILED CRI

90
CRI
80LED IP65IP20F OUTIN

	» Die-cast aluminium body.
	» High efficient opal diffuser.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Emergency kit system option is available.
	» Possible to IP44 with integration of extra silicon 

gasket.

White

Light Grey

Dark Grey

Black
165X320mm

350mm

19
5m

m

LBL.SPT.15.230

Led Type COB LED
System Power 2X30W

Lumen Output
3000K
4000K
6500K

2X3300Lm 
2X3480Lm
2X3600Lm

Power Factor ≥0.9
Zone 1/2

LBL.SPT.15.218

Led Type COB LED
System Power 2X18W

Lumen Output
3000K
4000K
6500K

2X1980Lm 
2X2088Lm
2X2160Lm

Power Factor ≥0.9
Zone 1/2
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INDOOR / LED SPOTLIGHT
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STORE III
DALILED CRI

90
CRI
80LED IP65IP20F OUTIN

	» Die-cast aluminium body.
	» High efficient opal diffuser.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Emergency kit system option is available.
	» Possible to IP44 with integration of extra silicon 

gasket.

White

Light Grey

Dark Grey

Black 165X485mm

520mm

19
5m

m

LBL.SPT.15.330

Led Type COB LED
System Power 3X30W

Lumen Output
3000K
4000K
6500K

3X3300Lm 
3X3480Lm
3X3600Lm

Power Factor ≥0.9
Zone 1/2

LBL.SPT.15.318

Led Type COB LED
System Power 3X18W

Lumen Output
3000K
4000K
6500K

3X1980Lm 
3X2088Lm
3X2160Lm

Power Factor ≥0.9
Zone 1/2



www.rightlightings.com

INDOOR / LED SPOTLIGHT
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MINI SNAIL
DALILED CRI

90
CRI
80LED IP65IP20F OUTIN

	» Die-cast aluminium body.
	» High efficient opal diffuser.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Super high CRI>98 LED option is available.
	» 90° rotation on vertical and 350° angle on horizontal 

axis with mechanical aiming lock.
	» Emergency kit system option is available.

White

Light Grey

Dark Grey

Black

Ø90mm

Ø61mm

Ø100mm

90
m

m

Ø100mm

LBL.SPT.16.10

Led Type COB LED
System Power 10W

Lumen Output
3000K
4000K
5000K

950Lm 
1005Lm
1098Lm

Power Factor ≥0.9
Zone 1/2

LBL.SPT.16.15

Led Type COB LED
System Power 15W

Lumen Output
3000K
4000K
5000K

1281Lm 
1372Lm
1468Lm

Power Factor ≥0.9
Zone 1/2
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INDOOR / LED SPOTLIGHT

82

MIDI SNAIL
DALILED CRI

90
CRI
80LED IP65IP20F OUTIN

	» Die-cast aluminium body.
	» High efficient opal diffuser.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Super high CRI>98 LED option is available.
	» 90° rotation on vertical and 350° angle on horizontal 

axis with mechanical aiming lock.
	» Emergency kit system option is available.

White

Light Grey

Dark Grey

Black
Ø138mm

LBL.SPT.16.20

Led Type COB LED
System Power 20W

Lumen Output
3000K
4000K
5000K

2650Lm 
2839Lm
3023Lm

Power Factor ≥0.9
Zone 1/2

LBL.SPT.16.28

Led Type COB LED
System Power 28W

Lumen Output
3000K
4000K
5000K

3710Lm 
3975Lm
4253Lm

Power Factor ≥0.9
Zone 1/2
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INDOOR / LED SPOTLIGHT

83

SNAIL
DALILED CRI

90
CRI
80LED IP65IP20F OUTIN

	» Die-cast aluminium body.
	» High efficient opal diffuser.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Super high CRI>98 LED option is available.
	» 90° rotation on vertical and 350° angle on horizontal 

axis with mechanical aiming lock.
	» Emergency kit system option is available.

White

Light Grey

Dark Grey

Black

Ø164mm

Ø105mm

12
8m

m

Ø105mm

Ø164mm

Ø152mm

LBL.SPT.16.24

Led Type COB LED
System Power 24W

Lumen Output
3000K
4000K
5000K

3027Lm 
3243Lm
3470Lm

Power Factor ≥0.9
Zone 1/2

LBL.SPT.16.31

Led Type COB LED
System Power 31W

Lumen Output
3000K
4000K
5000K

3911Lm 
4190Lm
4483Lm

Power Factor ≥0.9
Zone 1/2
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INDOOR / LED SPOTLIGHT
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MAXI SNAIL
DALILED CRI

90
CRI
80LED IP65IP20F OUTIN

	» Die-cast aluminium body.
	» High efficient opal diffuser.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Super high CRI>98 LED option is available.
	» 90° rotation on vertical and 350° angle on horizontal 

axis with mechanical aiming lock.
	» Emergency kit system option is available.

White

Light Grey

Dark Grey

Black

Ø170mm

Ø182mm

13
6m

m

Ø119mm

Ø119mm

Ø182mm

LBL.SPT.16.35

Led Type COB LED
System Power 35W

Lumen Output
3000K
4000K
5000K

4338Lm 
5660Lm
4971Lm

Power Factor ≥0.9
Zone 1/2

LBL.SPT.16.42

Led Type COB LED
System Power 42W

Lumen Output
3000K
4000K
5000K

5206Lm 
5474Lm
5966Lm

Power Factor ≥0.9
Zone 1/2



www.rightlightings.com

INDOOR / LED SPOTLIGHT
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	» Die-cast aluminium body.
	» High efficient opal diffuser.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Super high CRI>98 LED option is available.
	» 90° rotation on vertical and 350° angle on horizontal 

axis with mechanical aiming lock.
	» Emergency kit system option is available.

White

Light Grey

Dark Grey

Black

MICRO HELIX
DALILED CRI

90
CRI
80LED IP65IP20F OUTIN

83mm

120m m

Ø5
0m

m
16

4m
m11
2m

m
80

m
m

19
2m

m

Ø80mm

Ø5 0mm
Ø87mm

Ø50mm

Ø87mm

11
2m

m

12
0m

m

LBL.SPT.17.07

Led Type COB LED
System Power 7W

Lumen Output
3000K
4000K
5000K

756Lm 
853Lm
926Lm

Power Factor ≥0.9
Zone 1/2
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INDOOR / LED SPOTLIGHT
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	» Die-cast aluminium body.
	» High efficient opal diffuser.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Super high CRI>98 LED option is available.
	» 90° rotation on vertical and 350° angle on horizontal 

axis with mechanical aiming lock.
	» Emergency kit system option is available.

White

Light Grey

Dark Grey

Black

DALILED CRI
90

CRI
80LED IP65IP20F OUTIN

MINI HELIX

87mm

140mm

Ø6
0m

m

17
3m

m11
2m

m
85

m
m

19
7m

m

Ø60mm

Ø100mm

11
2m

m

12
5m

m

Ø60mm

Ø100mm

Ø92mm

LBL.SPT.17.15

Led Type COB LED
System Power 15W

Lumen Output
3000K
4000K
5000K

1281Lm 
1372Lm
1468Lm

Power Factor ≥0.9
Zone 1/2
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INDOOR / LED SPOTLIGHT
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	» Die-cast aluminium body.
	» High efficient opal diffuser.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Super high CRI>98 LED option is available.
	» 90° rotation on vertical and 350° angle on horizontal 

axis with mechanical aiming lock.
	» Emergency kit system option is available.

White

Light Grey

Dark Grey

Black

MIDI HELIX
DALILED CRI

90
CRI
80LED IP65IP20F OUTIN

Ø107mm

Ø7
3

m
m

105 mm

170 mm

20
1m

m12
8m

m
10

2m
m

23
0m

m

Ø73mm

115 mm

12
8m

m

14
2m

mØ73mm
Ø115mm

LBL.SPT.17.20

Led Type COB LED
System Power 20W

Lumen Output
3000K
4000K
5000K

2454Lm 
2630Lm
2814Lm

Power Factor ≥0.9
Zone 1/2
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INDOOR / LED SPOTLIGHT
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	» Die-cast aluminium body.
	» High efficient opal diffuser.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Super high CRI>98 LED option is available.
	» 90° rotation on vertical and 350° angle on horizontal 

axis with mechanical aiming lock.
	» Emergency kit system option is available.

White

Light Grey

Dark Grey

Black

DALILED CRI
90

CRI
80LED IP65IP20F OUTIN

HELIX

Ø120mmØ8
5m

m

105mm

178mm

21
9m

m13
0m

m
99

m
m

22
9m

m

Ø85m m

Ø130mm

13
0m

m

14
5m

mØ85m m

Ø130mm

LBL.SPT.17.28

Led Type COB LED
System Power 28W

Lumen Output
3000K
4000K
5000K

3579Lm 
3824Lm
4091Lm

Power Factor ≥0.9
Zone 1/2
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INDOOR / SURFACE MOUNTED LED DOWNLIGHT

90

ALULA
DALILED CRI

90
CRI
80LED IP65IP40F OUTIN

	» Die-cast aluminium & Profile body.
	» High efficient opal diffuser.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Emergency kit system option is available
	» Possible to IP44 with integration of extra silicon 

gasket.

LBL.SRF.01.100

Led Type SMD LED
System Power 6W

Lumen Output
3000K
4000K
6500K

600Lm 
642Lm
672Lm

Frame Dia Ø Ø100mm

Height 120mm

LBL.SRF.01.120

Led Type SMD LED
System Power 8W

Lumen Output
3000K
4000K
6500K

800Lm 
856Lm
896Lm

Frame Dia Ø Ø120mm

Height 120mm

LBL.SRF.01.150

Led Type SMD LED
System Power 12W

Lumen Output
3000K
4000K
6500K

1260Lm 
1320Lm
1380Lm

Frame Dia Ø Ø150mm

Height 120mm

Ø120mmØ100mm Ø150mm

120m
m

White

Light Grey

Dark Grey

Black
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INDOOR / SURFACE MOUNTED LED DOWNLIGHT

91

120m
m

ALULA
DALILED CRI

90
CRI
80LED IP65IP40F OUTIN

	» Die-cast aluminium & Profile body.
	» High efficient opal diffuser.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Emergency kit system option is available
	» Possible to IP44 with integration of extra silicon 

gasket.

LBL.SRF.01.180

Led Type SMD LED
System Power 16W

Lumen Output
3000K
4000K
6500K

1680Lm 
1760Lm
1840Lm

Frame Dia Ø Ø180mm

Height 120mm

LBL.SRF.01.200

Led Type SMD LED
System Power 20W

Lumen Output
3000K
4000K
6500K

2100Lm 
2200Lm
2300Lm

Frame Dia Ø Ø200mm

Height 120mm

LBL.SRF.01.230

Led Type SMD LED
System Power 25W

Lumen Output
3000K
4000K
6500K

2625Lm 
2750Lm
2875Lm

Frame Dia Ø Ø230mm

Height 120mm

Ø200mmØ180mm Ø230mm

White

Light Grey

Dark Grey

Black
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INDOOR / SURFACE MOUNTED LED DOWNLIGHT
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ALAVA
DALILED CRI

90
CRI
80LED IP65IP40F OUTIN

	» Die-cast aluminium & Profile body.
	» High efficient opal diffuser.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Emergency kit system option is available
	» Possible to IP44 with integration of extra silicon 

gasket.

LBL.SRF.02.100

Led Type SMD LED
System Power 6W

Lumen Output
3000K
4000K
6500K

600Lm 
642Lm
672Lm

Frame Dia Ø Ø100mm

Height 120mm

LBL.SRF.02.120

Led Type SMD LED
System Power 6W

Lumen Output
3000K
4000K
6500K

600Lm 
642Lm
672Lm

Frame Dia Ø Ø120mm

Height 120mm

LBL.SRF.02.150

Led Type SMD LED
System Power 8W

Lumen Output
3000K
4000K
6500K

800Lm 
856Lm
896Lm

Frame Dia Ø Ø150mm

Height 120mm

120m
m

Ø100mm Ø120mm Ø150mm

White

Light Grey

Dark Grey

Black
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INDOOR / SURFACE MOUNTED LED DOWNLIGHT

93

120m
m

ALAVA
DALILED CRI

90
CRI
80LED IP65IP40F OUTIN

	» Die-cast aluminium & Profile body.
	» High efficient opal diffuser.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Emergency kit system option is available
	» Possible to IP44 with integration of extra silicon 

gasket.

LBL.SRF.02.180

Led Type SMD LED
System Power 12W

Lumen Output
3000K
4000K
6500K

1260Lm 
1320Lm
1380Lm

Frame Dia Ø Ø180mm

Height 120mm

LBL.SRF.02.200

Led Type SMD LED
System Power 16W

Lumen Output
3000K
4000K
6500K

1680Lm 
1760Lm
1840Lm

Frame Dia Ø Ø200mm

Height 120mm

LBL.SRF.02.230

Led Type SMD LED
System Power 25W

Lumen Output
3000K
4000K
6500K

2625Lm 
2750Lm
2875Lm

Frame Dia Ø Ø230mm

Height 120mm

Ø200mmØ180mm Ø230mm

White

Light Grey

Dark Grey

Black
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INDOOR / SURFACE MOUNTED LED DOWNLIGHT

94

MINI NOVA SURFACE
DALILED CRI

90
CRI
80LED IP65IP44F OUTIN

	» Die-cast aluminium body.
	» High efficient opal diffuser.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Emergency kit system option is available
	» Possible to IP44 with integration of extra silicon 

gasket.

White

Light Grey

Dark Grey

Black

Led Type SMD LED
System Power 12W

Lumen Output

3000K
4000K
5000K

Power Factor
Zone

880Lm 
920Lm
948Lm

≥0.9
1/2

LBL.SRF.03.12

Ø135mm

Ø135mm
14

7m
m
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INDOOR / SURFACE MOUNTED LED DOWNLIGHT
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MIDI NOVA SURFACE
DALILED CRI

90
CRI
80LED IP65IP44F OUTIN

	» Die-cast aluminium body.
	» High efficient opal diffuser.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Emergency kit system option is available
	» Possible to IP44 with integration of extra silicon 

gasket.

White

Light Grey

Dark Grey

Black

Led Type SMD LED
System Power 21W

Lumen Output

3000K
4000K
5000K

Power Factor
Zone

1360Lm 
1425Lm
1468Lm

≥0.9
1/2

LBL.SRF.03.21

Ø180mm

Ø180mm
15

0m
m
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INDOOR / SURFACE MOUNTED LED DOWNLIGHT
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NOVA SURFACE
DALILED CRI

90
CRI
80LED IP65IP44F OUTIN

	» Die-cast aluminium body.
	» High efficient opal diffuser.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Emergency kit system option is available
	» Possible to IP44 with integration of extra silicon 

gasket.

White

Light Grey

Dark Grey

Black

Led Type SMD LED
System Power 24W

Lumen Output

3000K
4000K
5000K

Power Factor
Zone

1877Lm 
1962Lm
2020Lm

≥0.9
1/2

LBL.SRF.03.24

Ø204mm

Ø204mm
15

5m
m
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INDOOR / SURFACE MOUNTED LED DOWNLIGHT
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MAXI NOVA SURFACE
DALILED CRI

90
CRI
80LED IP65IP44F OUTIN

	» Die-cast aluminium body.
	» High efficient opal diffuser.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Emergency kit system option is available
	» Possible to IP44 with integration of extra silicon 

gasket.

White

Light Grey

Dark Grey

Black

Led Type SMD LED
System Power 35W

Lumen Output

3000K
4000K
5000K

Power Factor
Zone

2600Lm 
2720Lm
2800Lm

≥0.9
1/2

LBL.SRF.03.35

Ø230mm

Ø230mm
15

1m
m
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PLUTON

LBL.SRF.04.100

Led Type SMD LED
System Power 9W

Lumen Output
3000K
4000K
6500K

990Lm 
1044Lm
1080Lm

Frame Dia Ø Ø100mm

Height 120mm

LBL.SRF.04.120

Led Type SMD LED
System Power 12W

Lumen Output
3000K
4000K
6500K

1200Lm 
1392Lm
1440Lm

Frame Dia Ø Ø120mm

Height 120mm

120m
m

Ø100mm

DALILED CRI
90

CRI
80LED IP65IP40F OUTIN

White

Light Grey

Dark Grey

Black

	» Die-cast aluminium body.
	» High efficient Reflector with Glass.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Emergency kit system option is available.
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INDOOR / SURFACE MOUNTED LED DOWNLIGHT
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PLUTON

LBL.SRF.04.150

Led Type SMD LED
System Power 18W

Lumen Output
3000K
4000K
6500K

1980Lm 
2088Lm
2160Lm

Frame Dia Ø Ø150mm

Height 120mm

LBL.SRF.04.200

Led Type SMD LED
System Power 25W

Lumen Output
3000K
4000K
6500K

2750Lm 
2900Lm
3000Lm

Frame Dia Ø Ø200mm

Height 120mm

120m
m

Ø150mm

DALILED CRI
90

CRI
80LED IP65IP40F OUTIN

	» Die-cast aluminium body.
	» High efficient Reflector with Glass.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Emergency kit system option is available.

White

Light Grey

Dark Grey

Black
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ELIANA

LBL.SRF.05.09

Led Type SMD LED
System Power 9W

Lumen Output
3000K
4000K
6500K

900Lm 
1044Lm
1080Lm

Power Factor ≥ 0.9

Zone 1/2

LBL.SRF.05.12

Led Type SMD LED
System Power 12W

Lumen Output
3000K
4000K
6500K

1200Lm 
1392Lm
1440Lm

Power Factor ≥ 0.9

Zone 1/2

DALILED CRI
90

CRI
80LED IP65IP40F OUTIN

Ø90mm

150m
m

White

Light Grey

Dark Grey

Black

	» Die-cast aluminium body.
	» High efficient Reflector with Glass.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Emergency kit system option is available.
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INDOOR / SURFACE MOUNTED LED DOWNLIGHT

101

BRISA

LBL.SRF.06.09

Led Type SMD LED
System Power 9W

Lumen Output
3000K
4000K
6500K

900Lm 
1044Lm
1080Lm

Power Factor ≥ 0.9

Zone 1/2

LBL.SRF.06.12

Led Type SMD LED
System Power 12W

Lumen Output
3000K
4000K
6500K

1200Lm 
1392Lm
1440Lm

Power Factor ≥ 0.9

Zone 1/2

DALILED CRI
90

CRI
80LED IP65IP40F OUTIN

150m
m

90m
m

90mm

	» Die-cast aluminium body.
	» High efficient Reflector with Glass.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Emergency kit system option is available.

White

Light Grey

Dark Grey

Black
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INDOOR / LED TRACKLIGHT

103

	» Die-cast aluminium body.
	» High efficient opal diffuser.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Super high CRI>98 LED option is available.
	» 90° rotation on vertical and 350° angle on horizontal 

axis with mechanical aiming lock.
	» Emergency kit system option is available.

White

Light Grey

Dark Grey

Black

DALILED CRI
98

CRI
90LED IP65IP20F OUTIN

MINI ZETA
21

6m
m

16
9m

m

14
1m

m

Ø70m m

Ø 70mm 141mm

18
3m

m

23
0m

m

Ø70m m

13
3m

m

17
5m

m

LBL.TRK.1.15

Led Type COB LED
System Power 15W

Lumen Output
3000K
4000K
5000K

1702Lm 
1821Lm
1948Lm

Power Factor ≥0.9
Zone 1/2

LBL.TRK.1.10

Led Type COB LED
System Power 10W

Lumen Output
3000K
4000K
5000K

1134Lm 
1214Lm
1298Lm

Power Factor ≥0.9
Zone 1/2
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INDOOR / LED TRACKLIGHT
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	» Die-cast aluminium body.
	» High efficient opal diffuser.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Super high CRI>98 LED option is available.
	» 90° rotation on vertical and 350° angle on horizontal 

axis with mechanical aiming lock.
	» Emergency kit system option is available.

White

Light Grey

Dark Grey

Black

DALILED CRI
90

CRI
80LED IP65IP20F OUTIN

ZETA

Ø104mm

16
3m

m

20
0m

m

24
8m

m

Ø1 04mm 163mm

23
3m

m

28
1m

m

18
5m

m

23
3m

m

Ø104m m

LBL.TRK.1.31

Led Type COB LED
System Power 31W

Lumen Output
3000K
4000K
5000K

4045Lm 
4333Lm
4636Lm

Power Factor ≥0.9
Zone 1/2

LBL.TRK.1.20

Led Type COB LED
System Power 20W

Lumen Output
3000K
4000K
5000K

2609Lm 
2795Lm
2990Lm

Power Factor ≥0.9
Zone 1/2
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INDOOR / LED TRACKLIGHT
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	» Die-cast aluminium body.
	» High efficient opal diffuser.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Super high CRI>98 LED option is available.
	» 90° rotation on vertical and 350° angle on horizontal 

axis with mechanical aiming lock.
	» Emergency kit system option is available.

White

Light Grey

Dark Grey

Black

DALILED CRI
98

CRI
90LED IP65IP20F OUTIN

MAXI ZETA

Ø120m m

19
7m

m

24
2m

m

29
1m

m

Ø120m m

21
7m

m

26
5m

m

Ø 120mm 197mm

28
1m

m

33
0m

m

LBL.TRK.1.35

Led Type COB LED
System Power 35W

Lumen Output
3000K
4000K
5000K

4567Lm 
4802Lm
5234Lm

Power Factor ≥0.9
Zone 1/2

LBL.TRK.1.28

Led Type COB LED
System Power 28W

Lumen Output
3000K
4000K
5000K

3653Lm 
3841Lm
4187Lm

Power Factor ≥0.9
Zone 1/2
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INDOOR / LED TRACKLIGHT
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	» Die-cast aluminium body.
	» High efficient opal diffuser.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Super high CRI>98 LED option is available.
	» 90° rotation on vertical and 350° angle on horizontal 

axis with mechanical aiming lock.
	» Emergency kit system option is available.

White

Light Grey

Dark Grey

Black

DALILED CRI
98

CRI
90LED IP65IP20F OUTIN

MICRO TUB0

13
0m

m

Ø60m m

19
5m

m

130m
m

60mm

20
0m

m
Ø60m m

14
0m

m

LBL.TRK.2.10

Led Type COB LED
System Power 10W

Lumen Output
3000K
4000K
5000K

912Lm 
950Lm
978Lm

Power Factor ≥0.9
Zone 1/2
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	» Die-cast aluminium body.
	» High efficient opal diffuser.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Super high CRI>98 LED option is available.
	» 90° rotation on vertical and 350° angle on horizontal 

axis with mechanical aiming lock.
	» Emergency kit system option is available.

White

Light Grey

Dark Grey

Black

DALILED CRI
98

CRI
90LED IP65IP20F OUTIN

MINI TUB0

150mm

Ø71m
m

21
5m

m

Ø7 1m m

15
0m

m22
0m

m

11
5m

m

15
5m

m

Ø7 1m m

LBL.TRK.2.20

Led Type COB LED
System Power 20W

Lumen Output
3000K
4000K
5000K

2370Lm 
2540Lm
2718Lm

Power Factor ≥0.9
Zone 1/2
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INDOOR / LED TRACKLIGHT

108

	» Die-cast aluminium body.
	» High efficient opal diffuser.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Super high CRI>98 LED option is available.
	» 90° rotation on vertical and 350° angle on horizontal 

axis with mechanical aiming lock.
	» Emergency kit system option is available.

White

Light Grey

Dark Grey

Black

DALILED CRI
98

CRI
90LED IP65IP20F OUTIN

MAXI TUB0

Ø85m
m

166m
m

24
8m

m

16
6m

m
Ø85mm

23
0m

m

85mm

15
7m

m

LBL.TRK.2.28

Led Type COB LED
System Power 28W

Lumen Output
3000K
4000K
5000K

3606Lm 
3853Lm
4122Lm

Power Factor ≥0.9
Zone 1/2
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	» Die-cast aluminium body.
	» High efficient opal diffuser.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Super high CRI>98 LED option is available.
	» 90° rotation on vertical and 350° angle on horizontal 

axis with mechanical aiming lock.
	» Emergency kit system option is available.

White

Light Grey

Dark Grey

Black

DALILED CRI
90

CRI
80LED IP65IP20F OUTIN

MINI EYE-R

Ø100 mm
75

m
m

11
5m

m

Ø100 mm

15
1m

m

Ø 100mm

LBL.TRK.3.R08

Led Type COB LED
System Power 8W

Lumen Output
3000K
4000K
5000K

614Lm 
639Lm
658Lm

Power Factor ≥0.9
Zone 1/2
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INDOOR / LED TRACKLIGHT
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	» Die-cast aluminium body.
	» High efficient opal diffuser.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Super high CRI>98 LED option is available.
	» 90° rotation on vertical and 350° angle on horizontal 

axis with mechanical aiming lock.
	» Emergency kit system option is available.

White

Light Grey

Dark Grey

Black

DALILED CRI
90

CRI
80LED IP65IP20F OUTIN

EYE-R

Ø1 20mm

16
9m

m

Ø120mm

80
m

m

12
0m

m

Ø120mm

LBL.TRK.3.R14

Led Type COB LED
System Power 14W

Lumen Output
3000K
4000K
5000K

1332Lm 
1387Lm
1430Lm

Power Factor ≥0.9
Zone 1/2
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INDOOR / LED TRACKLIGHT
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	» Die-cast aluminium body.
	» High efficient opal diffuser.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Super high CRI>98 LED option is available.
	» 90° rotation on vertical and 350° angle on horizontal 

axis with mechanical aiming lock.
	» Emergency kit system option is available.

White

Light Grey

Dark Grey

Black

DALILED CRI
90

CRI
80LED IP65IP20F OUTIN

MINI EYE-S

13
2m

m

68mm

Ø103mm

80
m

m

12
0m

m

103mm

68
m

m

LBL.TRK.3.S08

Led Type COB LED
System Power 8W

Lumen Output
3000K
4000K
5000K

614Lm 
639Lm
658Lm

Power Factor ≥0.9
Zone 1/2
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	» Die-cast aluminium body.
	» High efficient opal diffuser.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Super high CRI>98 LED option is available.
	» 90° rotation on vertical and 350° angle on horizontal 

axis with mechanical aiming lock.
	» Emergency kit system option is available.

White

Light Grey

Dark Grey

Black

DALILED CRI
90

CRI
80LED IP65IP20F OUTIN

EYE-S

10
3m

m

15
7m

m

103mm
80

m
m

12
0m

m

103mm

10
3m

m

LBL.TRK.3.S14

Led Type COB LED
System Power 14W

Lumen Output
3000K
4000K
5000K

1332Lm 
1387Lm
1430Lm

Power Factor ≥0.9
Zone 1/2
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INDOOR / LED PANEL
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MINI POLARIS

Led Type SMD LED
System Power 15W

Lumen Output

3000K
4000K
6500K

Power Factor
Zone

1440Lm 
1500Lm
1650Lm

≥0.9
1/2

	» Sheet steel body.
	» Microprismatic PMMA opal diffuser. 
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Emergency kit system option is available
	» Designed for T-Bar ceilings.

Led Type SMD LED
System Power 15W

Lumen Output

3000K
4000K
6500K

Power Factor
Zone

1440Lm 
1500Lm
1650Lm

≥0.9
1/2

LBL.PSA.01.3030 LBL.PSU.01.3030

DALILED CRI
80LED IP65IP40F OUTIN

White

Light Grey

Dark Grey

Black

29
5m

m
 /

 3
00

m
m

295mm / 300mm

70
m

m

 3
00

m
m

300mm 70mm
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MIDI POLARIS

Led Type SMD LED
System Power 23W

Lumen Output

3000K
4000K
6500K

Power Factor
Zone

2254Lm 
2346Lm
2530Lm

≥0.9
1/2

	» Sheet steel body.
	» Microprismatic PMMA opal diffuser. 
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Emergency kit system option is available
	» Designed for T-Bar ceilings.

Led Type SMD LED
System Power 23W

Lumen Output

3000K
4000K
6500K

Power Factor
Zone

2254Lm 
2346Lm
2530Lm

≥0.9
1/2

LBL.PSA.01.3060 LBL.PSU.01.3060

DALILED CRI
80LED IP65IP40F OUTIN

White

Light Grey

Dark Grey

Black

595mm / 600mm

29
5m

m
 /

 3
00

m
m

70
m

m

600mm

30
0m

m

70
m

m
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POLARIS

Led Type SMD LED
System Power 40W

Lumen Output

3000K
4000K
6500K

Power Factor
Zone

4240Lm 
4400Lm
4600Lm

≥0.9
1/2

	» Sheet steel body.
	» Microprismatic PMMA opal diffuser. 
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Emergency kit system option is available
	» Designed for T-Bar ceilings.

Led Type SMD LED
System Power 40W

Lumen Output

3000K
4000K
6500K

Power Factor
Zone

4240Lm 
4400Lm
4600Lm

≥0.9
1/2

LBL.PSA.01.6060 LBL.PSU.01.6060

DALILED CRI
80LED IP65IP40F OUTIN

White

Light Grey

Dark Grey

Black

70
m

m

59
5m

m
/

60
0m

m

595mm / 600mm

60
0m

m

600mm

70
m

m
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MAXI POLARIS

Led Type SMD LED
System Power 40W

Lumen Output

3000K
4000K
6500K

Power Factor
Zone

4240Lm 
4400Lm
4600Lm

≥0.9
1/2

	» Sheet steel body.
	» Microprismatic PMMA opal diffuser. 
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Emergency kit system option is available
	» Designed for T-Bar ceilings.

Led Type SMD LED
System Power 40W

Lumen Output

3000K
4000K
6500K

Power Factor
Zone

4240Lm 
4400Lm
4600Lm

≥0.9
1/2

LBL.PSA.01.30120 LBL.PSU.01.30120

DALILED CRI
80LED IP65IP40F OUTIN

White

Light Grey

Dark Grey

Black

1295mm / 1300mm

29
5m

m
/

30
0m

m
70

m
m

1295mm / 1300mm

29
5m

m

 

/

 

30
0m

m
70

m
m
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MEGA POLARIS

Led Type SMD LED
System Power 80W

Lumen Output

3000K
4000K
6500K

Power Factor
Zone

8480Lm 
8800Lm
9200Lm

≥0.9
1/2

	» Sheet steel body.
	» Microprismatic PMMA opal diffuser. 
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Emergency kit system option is available
	» Designed for T-Bar ceilings.

Led Type SMD LED
System Power 80W

Lumen Output

3000K
4000K
6500K

Power Factor
Zone

8480Lm 
8800Lm
9200Lm

≥0.9
1/2

LBL.PSA.01.60120 LBL.PSU.01.60120

DALILED CRI
80LED IP65IP40F OUTIN

White

Light Grey

Dark Grey

Black

1195mm / 1200mm

59
5m

m
/

60
0 m

m
7 0

m
m

1200mm

60
0m

m
70

m
m



www.rightlightings.com

INDOOR / LED PANEL
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POLARIS IP65
DALILED CRI

90
CRI
80LED IP65IP44F OUTIN

	» Sheet steel body.
	» Microprismatic PMMA opal diffuser. 
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Emergency kit system option is available
	» Usage areas; Hospital, Operating room, Laboratories

White

Light Grey

Dark Grey

Black

Led Type SMD LED
System Power 40W

Lumen Output

3000K
4000K
6500K

Power Factor
Zone

3560Lm 
3800Lm
4040Lm

≥0.9
1/2

LBL.PSA.IP65.6060

70
m

m

59
5m

m
 /

 6
00

m
m

595mm / 600mm
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INDOOR / LINAER LED

121

	» Aluminium profile body. 
	» High efficient opal diffuser.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Emergency kit system option is available.
	» Possible to IP40 with integration of extra silicon 

gasket.

White

Light Grey

Dark Grey

Black

DALILED CRI
80LED IP65IP20F OUTIN

RLINE RECESSED

500/1000/2000mm

50m m

42
m

m

70m m

LBL.LNR.01.24

Led Type SMD LED
System Power 24W/m

Lumen Output
3000K
4000K
6500K

2400Lm 
2544Lm
2640Lm

Power Factor ≥0.9
Zone 1/2
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	» Aluminium profile body. 
	» High efficient opal diffuser.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Emergency kit system option is available.
	» Possible to IP40 with integration of extra silicon 

gasket.

White

Light Grey

Dark Grey

Black

DALILED CRI
80LED IP65IP20F OUTIN

RLINE CEILING

55mm

85
m

m

85mm

85
m

m

600 / 900 / 1200 / 1500mm

85
m

m

LBL.LNR.02.33

Led Type SMD LED
System Power 33.4W/m

Lumen Output
3000K
4000K
6500K

3507Lm 
3607Lm
3740Lm

Power Factor ≥0.9
Zone 1/2
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	» Aluminium profile body. 
	» High efficient opal diffuser.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Emergency kit system option is available.
	» Possible to IP40 with integration of extra silicon 

gasket.

White

Light Grey

Dark Grey

Black

DALILED CRI
80LED IP65IP20F OUTIN

RLINE SUSPENDED

55mm

85
m

m

85mm

85
m

m

600 / 900 / 1200 / 1500mm

85
m

m

Ceiling Rose Suspension Kit

LBL.LNR.03.33

Led Type SMD LED
System Power 33.4W/m

Lumen Output
3000K
4000K
6500K

3507Lm 
3607Lm
3740Lm

Power Factor ≥0.9
Zone 1 / 2
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INDOOR / LINAER LED

124

	» Aluminium profile body. 
	» High efficient opal diffuser.
	» Mains voltege: 220-240V / 50-60Hz.
	» 1-10V, DALI and Switch Dimming options are 

available.
	» Emergency kit system option is available.
	» Possible to IP65 with integration of Epoxy and extra 

silicon gasket.

White

Light Grey

Dark Grey

Black

DALILED CRI
80LED IP65IP20F OUTIN

RLINE STRIP
17m

m

19,8mm

LBL.LNR.04.12

Led Type SMD LED
System Power 12W/m

Lumen Output
3000K
4000K
6500K

1152Lm 
1200Lm
1272Lm

Voltage DC 12V / 24V
Zone 1 / 2
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INDOOR / WATER-PROOF LIGHT

	» Polycarbonate PMMA body with Opal diffuser.
	» Only to be used with electronic Led driver. 
	» Mains voltege: 220-240V / 50-60Hz. 
	» Clever thermal design.
	» Emergency kit system can be integrated.
	» Easy mounting by practical metal clipses.

White

Light Grey

Dark Grey

Black

DALILEDLED IP65IP65F OUTIN

ECO PARK 60

LBL.PRK.01.60

Led Type SMD LED
System Power 19W

Lumen Output
3000K
4000K
5000K

1919Lm 
2014Lm
2090Lm

Power Factor ≥0.9
Length 600mm

600mm

75mm 

 41mm 

 81mm

 37mm 

 10,5mm 

CRI
80

CRI
70
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INDOOR / WATER-PROOF LIGHT 

	» Polycarbonate PMMA body with Opal diffuser.
	» Only to be used with electronic Led driver. 
	» Mains voltege: 220-240V / 50-60Hz. 
	» Clever thermal design.
	» Emergency kit system can be integrated.
	» Easy mounting by practical metal clipses.

White

Light Grey

Dark Grey

Black

DALILEDLED IP65IP65F OUTIN

ECO PARK 90

LBL.PRK.01.90

Led Type SMD LED
System Power 27W

Lumen Output
3000K
4000K
5000K

2970Lm 
3132Lm
3240Lm

Power Factor ≥0.9
Length 900mm

CRI
80

CRI
70

900mm

75mm 

 41mm 

 81mm

 37mm 

 10,5mm 
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INDOOR / WATER-PROOF LIGHT

	» Polycarbonate PMMA body with Opal diffuser.
	» Only to be used with electronic Led driver. 
	» Mains voltege: 220-240V / 50-60Hz. 
	» Clever thermal design.
	» Emergency kit system can be integrated.
	» Easy mounting by practical metal clipses.

White

Light Grey

Dark Grey

Black

DALILEDLED IP65IP65F OUTIN

ECO PARK 120

LBL.PRK.01.120

Led Type SMD LED
System Power 37W

Lumen Output
3000K
4000K
5000K

4070Lm 
4181Lm
4292Lm

Power Factor ≥0.9
Length 1200mm

CRI
80

CRI
70

1200mm

75mm 

 41mm 

 81mm

 37mm 

 10,5mm 
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INDOOR / WATER-PROOF LIGHT 

	» Polycarbonate PMMA body with Opal diffuser.
	» Only to be used with electronic Led driver. 
	» Mains voltege: 220-240V / 50-60Hz. 
	» Clever thermal design.
	» Emergency kit system can be integrated.
	» Easy mounting by practical metal clipses.

White

Light Grey

Dark Grey

Black

DALILEDLED IP65IP65F OUTIN

ECO PARK 150

LBL.PRK.01.150

Led Type SMD LED
System Power 53W

Lumen Output
3000K
4000K
5000K

5830Lm 
5989Lm
6148Lm

Power Factor ≥0.9
Length 1500mm

CRI
80

CRI
70

1500mm

75mm 

 41mm 

 81mm

 37mm 

 10,5mm 
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INDOOR / WATER-PROOF LIGHT

	» Aluminium Profile body with Opal diffuser.
	» Only to be used with electronic Led driver.
	» Mains voltege: 220-240V / 50-60Hz.
	» Clever thermal design.
	» Emergency kit system can be integrated.
	» Easy mounting by practical metal clipses.

White

Light Grey

Dark Grey

Black

DALILEDLED IP65IP65F OUTIN

PRO PARK 60

LBL.PRK.02.60

Led Type SMD LED
System Power 20W

Lumen Output
3000K
4000K
5000K

2360Lm 
2440Lm
2500Lm

Power Factor ≥0.9
Length 600mm

CRI
80

CRI
70

 9
1,

8m
m

 600mm

624mm

PG9 Ø27mm

52mm
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INDOOR / WATER-PROOF LIGHT 

	» Aluminium Profile body with Opal diffuser.
	» Only to be used with electronic Led driver. 
	» Mains voltege: 220-240V / 50-60Hz. 
	» Clever thermal design. 
	» Emergency kit system can be integrated. 
	» Easy mounting by practical metal clipses. 

White

Light Grey

Dark Grey

Black

DALILEDLED IP65IP65F OUTIN

PRO PARK 90

LBL.PRK.02.90

Led Type SMD LED
System Power 30W

Lumen Output
3000K
4000K
6500K

3630Lm 
3750Lm
3840Lm

Power Factor ≥0.9
Length 900mm

CRI
80

CRI
70

 9
1,

8m
m

 910mm

935mm

PG9 Ø27mm

52mm
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INDOOR / WATER-PROOF LIGHT

	» Aluminium Profile body with Opal diffuser.
	» Only to be used with electronic Led driver. 
	» Mains voltege: 220-240V / 50-60Hz. 
	» Clever thermal design. 
	» Emergency kit system can be integrated. 
	» Easy mounting by practical metal clipses. 

White

Light Grey

Dark Grey

Black

DALILEDLED IP65IP65F OUTIN

PRO PARK 120

LBL.PRK.02.120

Led Type SMD LED
System Power 40W

Lumen Output
3000K
4000K
6500K

4760Lm 
4880Lm
5000Lm

Power Factor ≥0.9
Length 1200mm

CRI
80

CRI
70

 9
1,

8m
m

 1205mm

1230mm

PG9 Ø27mm

52mm
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INDOOR / WATER-PROOF LIGHT 

	» Aluminium Profile body with Opal diffuser.
	» Only to be used with electronic Led driver. 
	» Mains voltege: 220-240V / 50-60Hz. 
	» Clever thermal design. 
	» Emergency kit system can be integrated. 
	» Easy mounting by practical metal clipses.

White

Light Grey

Dark Grey

Black

DALILEDLED IP65IP65F OUTIN

PRO PARK 150

LBL.PRK.02.150

Led Type SMD LED
System Power 50W

Lumen Output
3000K
4000K
6500K

5800Lm 
6000Lm
6250Lm

Power Factor ≥0.9
Length 1500mm

CRI
80

CRI
70

 9
1,

8m
m

 1500mm

1527mm

PG9 Ø27mm

52mm



OUTDOOR
OUTDOOR 



w
al

ll
ıgh

t S
ER

IES
w

al
ll

ıg
ht

 SE
RI

ES



www.rightlightings.com136

OUTDOOR / walllıght

MINI MURO WALL

	» Corrosion resistant die cast aluminium alloy.
	» Installation with bracket on walls.
	» Mains voltage: 220-240V / 50-60Hz.
	» Spot, medium, wide and wide flood beam angles 

available.
	» Thermal shock resistant safety glass.
	» Weatherproof and durable silicone rubber gasket.
	» Luminaire can be installed in any burning position.
	» Double layer polyester powder paint resistant to 

corrosion and salt spray fog.
	» All external screws are stainless steel.   

11
7m

m

Ø71mm

100mm

Ø71mm
10

0m
m

Ø71mm

10
0m

m

LED IP65
CRI
90

CRI
80 OUTLED IP65 OUT IK08LED IP65 OUTLED IP65 OUT IK08

LBL.WL.01.114

Led Type COB LED

System Power 14W

Lumen Output
3000K
4000K
5000K

1680Lm 
1750Lm
1800Lm

Frame Dia Ø 71mm

Height 117mm

White

Light Grey

Dark Grey

Black
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OUTDOOR / walllıght

	» Corrosion resistant die cast aluminium alloy.
	» Installation with bracket on walls.
	» Mains voltage: 220-240V / 50-60Hz.
	» Spot, medium, wide and wide flood beam angles 

available.
	» Thermal shock resistant safety glass.
	» Weatherproof and durable silicone rubber gasket.
	» Luminaire can be installed in any burning position.
	» Double layer polyester powder paint resistant to 

corrosion and salt spray fog.
	» All external screws are stainless steel.   

MINI MURO WALL

LED IP65
CRI
90

CRI
80 OUTLED IP65 OUT IK08

LBL.WL.01.214

Led Type COB LED

System Power 2x14W

Lumen Output
3000K
4000K
5000K

2x1680Lm 
2x1750Lm
2x1800Lm

Frame Dia Ø 71mm

Height 227mm

White

Light Grey

Dark Grey

Black

22
7m

m

Ø71mm

100mm

Ø71mm
10

0m
m
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OUTDOOR / walllıght

LBL.WL.01.128

Led Type COB LED

System Power 28W

Lumen Output
3000K
4000K
5000K

3840Lm 
4000Lm
4120Lm

Frame Dia Ø 125mm

Height 214mm

17
5m

m
Ø125mm

Ø125mm

175mm

21
4m

m

 / 

MIDI MURO WALL

	» Corrosion resistant die cast aluminium alloy.
	» Installation with bracket on walls.
	» Mains voltage: 220-240V / 50-60Hz.
	» Spot, medium, wide and wide flood beam angles 

available.
	» Thermal shock resistant safety glass.
	» Weatherproof and durable silicone rubber gasket.
	» Luminaire can be installed in any burning position.
	» Double layer polyester powder paint resistant to 

corrosion and salt spray fog.
	» All external screws are stainless steel.   

LED IP65
CRI
90

CRI
80 OUTLED IP65 OUT IK08LED IP65 OUTLED IP65 OUT IK08

White

Light Grey

Dark Grey

Black
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OUTDOOR / walllıght

	» Corrosion resistant die cast aluminium alloy.
	» Installation with bracket on walls.
	» Mains voltage: 220-240V / 50-60Hz.
	» Spot, medium, wide and wide flood beam angles 

available.
	» Thermal shock resistant safety glass.
	» Weatherproof and durable silicone rubber gasket.
	» Luminaire can be installed in any burning position.
	» Double layer polyester powder paint resistant to 

corrosion and salt spray fog.
	» All external screws are stainless steel.   

MIDI MURO WALL

LBL.WL.01.228

Led Type COB LED

System Power 2x28W

Lumen Output
3000K
4000K
5000K

2x3840Lm 
2x4000Lm
2x4120Lm

Frame Dia Ø 125mm

Height 314mm

 / 

17
5m

m

Ø125mm

Ø125mm

175mm

31
4m

m

LED IP65
CRI
90

CRI
80 OUTLED IP65 OUT IK08

White

Light Grey

Dark Grey

Black
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OUTDOOR / walllıght

MURO WALL

	» Corrosion resistant die cast aluminium alloy.
	» Installation with bracket on walls.
	» Mains voltage: 220-240V / 50-60Hz.
	» Spot, medium, wide and wide flood beam angles 

available.
	» Thermal shock resistant safety glass.
	» Weatherproof and durable silicone rubber gasket.
	» Luminaire can be installed in any burning position.
	» Double layer polyester powder paint resistant to 

corrosion and salt spray fog.
	» All external screws are stainless steel.   

LED IP65
CRI
90

CRI
80 OUTLED IP65 OUT IK08LED IP65 OUTLED IP65 OUT IK08

Ø150mm

26
6m

m

200mm

Ø150mm

20
0m

m

 / 

LBL.WL.01.140

Led Type COB LED

System Power 40W

Lumen Output
3000K
4000K
5000K

5335Lm 
5556Lm
5720Lm

Frame Dia Ø 150mm

Height 266mm

White

Light Grey

Dark Grey

Black
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OUTDOOR / walllıght

	» Corrosion resistant die cast aluminium alloy.
	» Installation with bracket on walls.
	» Mains voltage: 220-240V / 50-60Hz.
	» Spot, medium, wide and wide flood beam angles 

available.
	» Thermal shock resistant safety glass.
	» Weatherproof and durable silicone rubber gasket.
	» Luminaire can be installed in any burning position.
	» Double layer polyester powder paint resistant to 

corrosion and salt spray fog.
	» All external screws are stainless steel.   

MURO WALL

 / 

LED IP65
CRI
90

CRI
80 OUTLED IP65 OUT IK08

Ø150mm

36
5m

m

200mm

Ø150mm
20

0m
m

LBL.WL.01.240

Led Type COB LED

System Power 2x40W

Lumen Output
3000K
4000K
5000K

2x5335Lm 
2x5556Lm
2x5720Lm

Frame Dia Ø 150mm

Height 365mm

White

Light Grey

Dark Grey

Black
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OUTDOOR / walllıght

MINI KARO WALL

	» Corrosion resistant die cast aluminium alloy.
	» Installation with bracket on walls.
	» Mains voltage: 220-240V / 50-60Hz.
	» Spot, medium, wide and wide flood beam angles 

available.
	» Thermal shock resistant safety glass.
	» Weatherproof and durable silicone rubber gasket.
	» Luminaire can be installed in any burning position.
	» Double layer polyester powder paint resistant to 

corrosion and salt spray fog.
	» All external screws are stainless steel.   

LED IP65
CRI
90

CRI
80 OUTLED IP65 OUT IK08LED IP65 OUTLED IP65 OUT IK08

119mm

12
1m

m

17
0m

m

12
1m

m
17

0m
m

103mm

LBL.OWL.02.114

Led Type COB LED

System Power 14W

Lumen Output
3000K
4000K
5000K

1680Lm 
1750Lm
1800Lm

Frame Dia Ø 119mm

Height 170mm

White

Light Grey

Dark Grey

Black
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OUTDOOR / walllıght

	» Corrosion resistant die cast aluminium alloy.
	» Installation with bracket on walls.
	» Mains voltage: 220-240V / 50-60Hz.
	» Spot, medium, wide and wide flood beam angles 

available.
	» Thermal shock resistant safety glass.
	» Weatherproof and durable silicone rubber gasket.
	» Luminaire can be installed in any burning position.
	» Double layer polyester powder paint resistant to 

corrosion and salt spray fog.
	» All external screws are stainless steel.   

MINI KARO WALL

LED IP65
CRI
90

CRI
80 OUTLED IP65 OUT IK08

LBL.OWL.02.214

Led Type COB LED

System Power 2x14W

Lumen Output
3000K
4000K
5000K

2x1680Lm 
2x1750Lm
2x1800Lm

Frame Dia Ø 119mm

Height 170 mm

119mm

12
1m

m

17
0m

m

12
1m

m
17

0m
m

170mmWhite

Light Grey

Dark Grey

Black
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OUTDOOR / walllıght

KARO WALL

	» Corrosion resistant die cast aluminium alloy.
	» Installation with bracket on walls.
	» Mains voltage: 220-240V / 50-60Hz.
	» Spot, medium, wide and wide flood beam angles 

available.
	» Thermal shock resistant safety glass.
	» Weatherproof and durable silicone rubber gasket.
	» Luminaire can be installed in any burning position.
	» Double layer polyester powder paint resistant to 

corrosion and salt spray fog.
	» All external screws are stainless steel.   

LED IP65
CRI
90

CRI
80 OUTLED IP65 OUT IK08LED IP65 OUTLED IP65 OUT IK08

119mm
12

1m
m

18
0m

m

26
0m

m

121mm

180mm

 / 

LBL.WL.02.128

Led Type COB LED

System Power 28W

Lumen Output
3000K
4000K
5000K

3840Lm 
4000Lm
4120Lm

Frame Dia Ø 119mm

Height 260mm

White

Light Grey

Dark Grey

Black
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OUTDOOR / walllıght

	» Corrosion resistant die cast aluminium alloy.
	» Installation with bracket on walls.
	» Mains voltage: 220-240V / 50-60Hz.
	» Spot, medium, wide and wide flood beam angles 

available.
	» Thermal shock resistant safety glass.
	» Weatherproof and durable silicone rubber gasket.
	» Luminaire can be installed in any burning position.
	» Double layer polyester powder paint resistant to 

corrosion and salt spray fog.
	» All external screws are stainless steel.   

KARO WALL

LED IP65
CRI
90

CRI
80 OUTLED IP65 OUT IK08

LBL.WL.02.228

Led Type COB LED

System Power 2x28W

Lumen Output
3000K
4000K
5000K

2x3840Lm 
2x4000Lm
2x4120Lm

Frame Dia Ø 119mm

Height 320mm

119mm
12

1m
m

18
0m

m

32
0m

m

121mm

180mm

 / 

White

Light Grey

Dark Grey

Black
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OUTDOOR / walllıght

KUBIK

LED IP65
CRI
90

CRI
80 OUTLED IP65 OUT IK08

LBL.OWL.03.212

Led Type COB LED

System Power 2x12W

Lumen Output
3000K
4000K
5000K

2x1535Lm 
2x1600Lm
2x1645Lm

Frame Dia Ø 230mm

Height 166mm

230mm

13
6m

m

16
6m

m

126mm

13
6m

m

116mm

16
6m

m

67mm

230mm

11
6m

m

	» Corrosion resistant die cast aluminium alloy.
	» Installation with bracket on walls.
	» Mains voltage: 220-240V / 50-60Hz.
	» Spot, medium, wide and wide flood beam angles 

available.
	» Thermal shock resistant safety glass.
	» Weatherproof and durable silicone rubber gasket.
	» Luminaire can be installed in any burning position.
	» Double layer polyester powder paint resistant to 

corrosion and salt spray fog.
	» All external screws are stainless steel.   

White

Light Grey

Dark Grey

Black
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OUTDOOR / CEILING MOUNTED

	» Surface mounting backplate first to be installed to the surface.
	» Main body connected to the backplate and fixed with stainless fixation screws.

 

LBL.OCL.014

Led Type COB LED

System Power 14W

Lumen Output
3000K
4000K
5000K

1680Lm 
1750Lm
1800Lm

Frame Dia Ø 71mm

Height 142mm

MINI MURO CEILING

	» Corrosion resistant die cast aluminium alloy.
	» Installation with special base on ceiling.
	» Mains voltage: 220-240V / 50-60Hz.
	» Spot, medium, wide and wide flood beam angles 

available.
	» Thermal shock resistant safety glass.
	» Weatherproof and durable silicone rubber gasket.
	» Double layer polyester powder paint resistant to 

corrosion and salt spray fog.
	» All external screws are stainless steel.

LED IP66
CRI
90

CRI
80 OUT

14
2m

m

Ø71mm

Ø71mm

White

Light Grey

Dark Grey

Black
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OUTDOOR /  CEILING MOUNTED

	» Surface mounting backplate first to be installed to the surface.
	» Main body connected to the backplate and fixed with stainless fixation screws.

LBL.OCL.028

Led Type COB LED

System Power 28W

Lumen Output
3000K
4000K
5000K

3744Lm 
3898Lm
4015Lm

Frame Dia Ø 125mm

Height 164mm

MIDI MURO CEILING

	» Corrosion resistant die cast aluminium alloy.
	» Installation with special base on ceiling.
	» Mains voltage: 220-240V / 50-60Hz.
	» Spot, medium, wide and wide flood beam angles 

available.
	» Thermal shock resistant safety glass.
	» Weatherproof and durable silicone rubber gasket.
	» Double layer polyester powder paint resistant to 

corrosion and salt spray fog.
	» All external screws are stainless steel.

LED IP66
CRI
90

CRI
80 OUT

Ø125mm

16
4m

m

Ø125mm

 / 

White

Light Grey

Dark Grey

Black
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OUTDOOR / CEILING MOUNTED

LBL.OCL.040

Led Type COB LED

System Power 40W

Lumen Output
3000K
4000K
5000K

5442Lm 
5667Lm
5837Lm

Frame Dia Ø 150mm

Height 216mm

MURO CEILING

	» Corrosion resistant die cast aluminium alloy.
	» Installation with special base on ceiling.
	» Mains voltage: 220-240V / 50-60Hz.
	» Spot, medium, wide and wide flood beam angles 

available.
	» Thermal shock resistant safety glass.
	» Weatherproof and durable silicone rubber gasket.
	» Double layer polyester powder paint resistant to 

corrosion and salt spray fog.
	» All external screws are stainless steel.

LED IP66
CRI
90

CRI
80 OUT

	» Surface mounting backplate first to be installed to the surface.
	» Main body connected to the backplate and fixed with stainless fixation screws.

Ø150mm

21
6m

m

Ø150mm

 / 

White

Light Grey

Dark Grey

Black
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OUTDOOR /  CEILING MOUNTED

LBL.OCL.02.028

Led Type COB LED

System Power 28W

Lumen Output
3000K
4000K
5000K

3744Lm 
3898Lm
4015Lm

Frame Dia Ø 119mm

Height 210mm

KARO CEILING

	» Corrosion resistant die cast aluminium alloy.
	» Installation with special base on ceiling.
	» Mains voltage: 220-240V / 50-60Hz.
	» Spot, medium, wide and wide flood beam angles 

available.
	» Thermal shock resistant safety glass.
	» Weatherproof and durable silicone rubber gasket.
	» Double layer polyester powder paint resistant to 

corrosion and salt spray fog.
	» All external screws are stainless steel.

LED IP66
CRI
90

CRI
80 OUT

119mm

12
1m

m

21
0m

m

121mm

 / 

White

Light Grey

Dark Grey

Black
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OUTDOOR / CEILING MOUNTED

LBL.RBL.022

Led Type SMD LED

System Power 22W

Lumen Output
3000K
4000K
6000K

1553Lm 
1617Lm
1649Lm

Frame Dia Ø 284mm

Height 76mm

ROCA R

	» Corrosion resistant die cast aluminium alloy.
	» Opal diffuser front cover.
	» Weatherproof and durable silicone rubber gasket.
	» Ultraviolet stabilized polyester powder coatfinish.
	» Double layer polyester powder paint resistant to 

corrosion and salt spray fog.

LED IP54
CRI
90

CRI
80 OUT

Ø284mm
Ø240mm

Ø284mm

76
m

m

Ø240mm

Ø284mm

White

Light Grey

Dark Grey

Black
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OUTDOOR /  CEILING MOUNTED

LBL.SBL.022

Led Type SMD LED

System Power 22W

Lumen Output
3000K
4000K
6000K

1553Lm 
1617Lm
1649Lm

Frame Dia Ø 284mm

Height 76mm

ROCA S

	» Corrosion resistant die cast aluminium alloy.
	» Opal diffuser front cover.
	» Weatherproof and durable silicone rubber gasket.
	» Ultraviolet stabilized polyester powder coatfinish.
	» Double layer polyester powder paint resistant to 

corrosion and salt spray fog.

LED IP54
CRI
90

CRI
80 OUT

284mm

240mm

28
4m

m

Ø284mm

76
m

m

Ø240mm

284mm

28
4m

m

White

Light Grey

Dark Grey

Black
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OUTDOOR / INGROUND LIGHT

LBL.OGR.01.09

Led Type SMD LED

System Power 9W

Lumen Output
3000K
4000K
6000K

1106Lm 
1152Lm
1185Lm

Frame Dia Ø 175mm

Height 133mm

MINI TERRAM

	» Outdoor on floor luminaire with high protection class.
	» Safe structures through the tempered pressure 

resistant glasses.
	» Easy appliable luminaires through the inground 

recessed boxes.
	» Max weight resistance : 3000 Kg.
	» 316 grade Stainlesss steel frame.
	» Symmetrical light distribution with 15°, 30° and 45° 

and asymmetric light distribution as well.

LED IP67
CRI
90

CRI
80 OUT IK10

Ø165mm

Ø175mm
Ø175mm

13
3m

m

White

Light Grey

Dark Grey

Black
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OUTDOOR /  INGROUND LIGHT

LBL.OGR.01.13

Led Type SMD LED

System Power 13W

Lumen Output
3000K
4000K
6000K

1605Lm 
1672Lm
1722Lm

Frame Dia Ø 200mm

Height 133mm

MIDI TERRAM

	» Outdoor on floor luminaire with high protection class.
	» Safe structures through the tempered pressure 

resistant glasses.
	» Easy appliable luminaires through the inground 

recessed boxes.
	» Max weight resistance : 3000 Kg.
	» 316 grade Stainlesss steel frame.
	» Symmetrical light distribution with 15°, 30° and 45° 

and asymmetric light distribution as well.

LED IP67
CRI
90

CRI
80 OUT IK10

Ø185mm

Ø200mm

Ø200mm

13
3m

m

White

Light Grey

Dark Grey

Black
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OUTDOOR / INGROUND LIGHT

LBL.OGR.01.22

Led Type SMD LED

System Power 22W

Lumen Output
3000K
4000K
6000K

2715Lm 
2825Lm
2910Lm

Frame Dia Ø 280mm

Height 175mm

TERRAM

	» Outdoor on floor luminaire with high protection class.
	» Safe structures through the tempered pressure 

resistant glasses.
	» Easy appliable luminaires through the inground 

recessed boxes.
	» Max weight resistance : 3000 Kg.
	» 316 grade Stainlesss steel frame.
	» Symmetrical light distribution with 15°, 30° and 45° 

and asymmetric light distribution as well.

LED IP67
CRI
90

CRI
80 OUT IK10

Ø280mm

Ø250mm

Ø280mm
17

5m
m

White

Light Grey

Dark Grey

Black
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OUTDOOR /  INGROUND LIGHT

LBL.OGR.02.01

Led Type SMD LED

System Power 1.5W

Lumen Output
3000K
4000K
6000K

223Lm 
232Lm
239Lm

Frame Dia Ø 52mm

Height 84mm

MICRO SOLUM

	» Die-Cast Aluminium body.
	» 316 grade stainless steel frame.
	» Installation with plastic outer housing.
	» Mains voltage: 220-240V / 50-60Hz.
	» Spot, medium and wide beam angles available.
	» Max. Weight resistance : 2000KG
	» Thermal shock resistant safety glass.
	» Weatherproof and durable silicone rubber gasket.
	» All external screws are stainless steel.

LED IP67
CRI
90

CRI
80 OUT IK10

15 / / 

Ø47mm

Ø52mm

Ø 47mm

84
m

m

Ø52mm

Stainless
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OUTDOOR / INGROUND LIGHT

LBL.OGR.02.03

Led Type COB LED

System Power 3W

Lumen Output
3000K
4000K
5000K

389Lm 
405Lm
417Lm

Frame Dia Ø 100mm

Height 115mm

MINI SOLUM

	» Die-Cast Aluminium body.
	» 316 grade stainless steel frame.
	» Installation with plastic outer housing
	» Outer key enables fitting to tilt without opening inside. 
	» Mains voltage: 220-240V / 50-60Hz.
	» Spot, medium and wide beam angles available.
	» Max. Weight resistance : 2000KG
	» Thermal shock resistant safety glass
	» Weatherproof and durable silicone rubber gasket.
	» All external screws are stainless steel.

LED IP67
CRI
90

CRI
80 OUT IK10

15 / / 

Ø90mm

Ø29mm

24
m

m

Ø29mm

Ø100mm

11
5m

m

Ø90mm

Ø100mm

Stainless



www.rightlightings.com 161

OUTDOOR /  INGROUND LIGHT

LBL.OGR.02.28

Led Type COB LED

System Power 28W

Lumen Output
3000K
4000K
5000K

3280Lm 
3416Lm
3518Lm

Frame Dia Ø 175mm

Height 170mm

SOLUM

	» Complete stainless steel body.
	» 316 grade stainless steel frame.
	» Installation with plastic outer housing
	» Mains voltage: 220-240V / 50-60Hz.
	» Spot, medium and wide beam angles available.
	» Max. Weight resistance : 3000KG
	» Thermal shock resistant safety glass
	» Weatherproof and durable silicone rubber gasket.
	» All external screws are stainless steel.

LED IP67
CRI
90

CRI
80 OUT IK10

Ø165mm

Ø175mm Ø175mm

17
0m

m

/ 

Stainless
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OUTDOOR / INGROUND LIGHT

LBL.OGR.02.35

Led Type COB LED

System Power 35W

Lumen Output
3000K
4000K
5000K

4005Lm 
4171Lm
4296Lm

Frame Dia Ø 280mm

Height 330mm

MAXI SOLUM

	» Complete stainless steel body.
	» 316 grade stainless steel frame.
	» Installation with plastic outer housing
	» Mains voltage: 220-240V / 50-60Hz.
	» Spot, medium and wide beam angles available.
	» Max. Weight resistance : 3000KG
	» Thermal shock resistant safety glass
	» Weatherproof and durable silicone rubber gasket.
	» All external screws are stainless steel.

LED IP67
CRI
90

CRI
80 OUT IK10

Ø250mm

Ø280mm

Ø280mm

33
0m

m

/ 

Stainless
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OUTDOOR /  INGROUND LIGHT

LBL.OGR.03.11

Led Type POWER LED

System Power 11W

Lumen Output
3000K
4000K
6000K

1390Lm 
1447Lm
1490Lm

Lenght A 420mm

Height 124mm

MINI KRAZ

	» Outdoor on floor luminaire with high protection class.
	» Safe structures through the tempered pressure   

resistant glasses.
	» Easy applyable luminaires through the inground 

recessed boxes.
	» Max weight resistance : 2000 Kg.
	» 316 grade Stainlesss steel frame.
	» Symmetrical light distribution with 15°, 30° and 45°.
	» Can be mounted on ground, pavement and wall 

surfaces.
	» Consists of main body and outer casing.
	» All external screws are Stainlesss steel.

LED IP67
CRI
90

CRI
80 OUT IK10

105x395mm

12
4m

m

A= 420mm
Stainless
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OUTDOOR / INGROUND LIGHT

LBL.OGR.03.22

Led Type POWER LED

System Power 22W

Lumen Output
3000K
4000K
6000K

2780Lm 
2895Lm
2980Lm

Lenght A 710mm

Height 124mm

KRAZ

	» Outdoor on floor luminaire with high protection class.
	» Safe structures through the tempered pressure   

resistant glasses.
	» Easy applyable luminaires through the inground 

recessed boxes.
	» Max weight resistance : 2000 Kg.
	» 316 grade Stainlesss steel frame.
	» Symmetrical light distribution with 15°, 30° and 45°.
	» Can be mounted on ground, pavement and wall 

surfaces.
	» Consists of main body and outer casing.
	» All external screws are Stainlesss steel.

LED IP67
CRI
90

CRI
80 OUT IK10

A= 710mm

12
4m

m

105x685mm

Stainless
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OUTDOOR /  INGROUND LIGHT

LBL.OGR.03.33

Led Type POWER LED

System Power 33W

Lumen Output
3000K
4000K
6000K

4170Lm 
4342Lm
4470Lm

Lenght A 1010mm

Height 124mm

MAXI KRAZ

	» Outdoor on floor luminaire with high protection class.
	» Safe structures through the tempered pressure   

resistant glasses.
	» Easy applyable luminaires through the inground 

recessed boxes.
	» Max weight resistance : 2000 Kg.
	» 316 grade Stainlesss steel frame.
	» Symmetrical light distribution with 15°, 30° and 45°.
	» Can be mounted on ground, pavement and wall 

surfaces.
	» Consists of main body and outer casing.
	» All external screws are Stainlesss steel.

LED IP67
CRI
90

CRI
80 OUT IK10

105x985mm

12
4m

m

A= 1010mm
Stainless
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OUTDOOR / SPOTLIGHT

LBL.OS.01.28

Led Type COB LED

System Power 28W

Lumen Output
3000K
4000K
5000K

3844Lm 
4002Lm
4122Lm

Frame Dia Ø 150mm

Height 140mm

LANCER

	» Corrosion resistant die cast aluminium alloy.
	» Installation with ceiling clipses.
	» Mains voltage: 220-240V / 50-60Hz.
	» Spot, medium, wide and wide flood beam angles 

available.
	» Thermal shock resistant safety glass.
	» Weatherproof and durable silicone rubber gasket.
	» Double layer polyester powder paint resistant to 

corrosion and salt spray fog.
	» All external screws are stainless steel.

LED IP66
CRI
90

CRI
80 OUT IK08

 / 

125mm

160mm

160mm

14
0m

m

11
7,

5m
Ø150mm

White

Light Grey

Dark Grey

Black
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OUTDOOR / WALLWASHER

Mounting options
Dimensions

Side surface mounting Sub-surface mounting

STENA SHORT

LBL.WLW.01.09 LBL.WLW.01.18

Led Type SMD LED

System Power 9W

Lumen Output
3000K
4000K
6500K

1080Lm 
1116Lm
1170Lm

Length 190mm

Led Type SMD LED

System Power 18W

Lumen Output
3000K
4000K
6500K

2160Lm 
2232Lm
1170Lm

Length 340mm

LBL.WLW.01.27

Led Type SMD LED

System Power 27W

Lumen Output
3000K
4000K
6500K

3240Lm 
3348Lm
3510Lm

Length 490mm

LED IP65
CRI
80

CRI
70 OUTLED IP66 OUT IK07

	» Corrosion resistant aluminium extruded body.
	» Die-cast aluminium caps.
	» » Silicon rubber gaskets.
	» Mains voltage: 220-240V / 50-60Hz.
	» Cree power Led
	» Clever thermal design.
	» Narrow, medium and wide beam angles available.
	» Led colour temperatures optionally 3000K, 4000K and 5000K.
	» Suitable for illumination up to 15 meter height.
	» It can be assembled both wall and ceiling with adjustable mounting legs.
	» Double layer polyester powder paint resistant to corrosion and salt 

spray fog.
	» High colour consistency: <3 SDCM

Light Grey

Dark Grey

Black
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OUTDOOR / WALLWASHER

STENA LONG

LBL.WLW.01.36

Led Type SMD LED

System Power 36W

Lumen Output
3000K
4000K
6500K

4320Lm 
4464Lm
4680Lm

Length 640mm

LBL.WLW.01.57

Led Type SMD LED

System Power 57W

Lumen Output
3000K
4000K
6500K

6840Lm 
7068Lm
7410Lm

Length 940mm

LBL.WLW.01.72

Led Type SMD LED

System Power 72W

Lumen Output
3000K
4000K
6500K

8640Lm 
8928Lm
9360Lm

Length 1240mm

LED IP65
CRI
80

CRI
70 OUTLED IP66 OUT IK07

Mounting options
Dimensions

Side surface mounting Sub-surface mounting

	» Corrosion resistant aluminium profile body and die-
cast aluminium end caps.
	» Installation with bracket on floor, walls and ceiling 

ceiling surfaces.
	» Mains voltage: 220-240V / 50-60Hz.
	» Narrow, medium, wide and asymmetric beam angles 

available.
	» Internal silicon gaskets ensure IP protection.
	» All external screws are stainless steel.
	» Flexible adjusting mechanism enables fitting move 

180º in one axis.

Light Grey

Dark Grey

Black
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OUTDOOR / FLOODLIGHT

MINI DELTA

LBL.OFL.1.020

LBL.OFL.1.040

Led Type COB LED

System Power 20W

Lumen Output
3000K
4000K
6000K

2160Lm 
2232Lm
1170Lm

Length 275mm

Led Type COB LED

System Power 40W

Lumen Output
3000K
4000K
6000K

5525Lm 
5754Lm
5925Lm

Length 275mm

LED IP65
CRI
90

CRI
80 OUTLED IP66 OUT IK08

/ 
Oval; x 

190mm

27
5m

m

222mm
53mm

138mm

35mm

27
5m

m

	» Direct lighting luminaire for use with LEDs.
	» Corrosion resistant die-cast aluminium body.
	» Installation with bracket on floor, walls and ceiling surfaces.
	» Mains voltage: 220-240V / 50-60Hz.
	» Clever thermal design with internal cooling pins.
	» Spot, medium, wide, wide flood and oval beam angles available.  
	» Internal silicon gaskets ensure IP protection.
	» All external screws are stainless steel.
	» Double layer polyester powder paint resistant to corrosion and 

salt spray fog.
	» Stainless steel cable gland and mains cable provided with IP68 

socket. 
	» Mechanical aiming lock.

White

Light Grey

Dark Grey

Black
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OUTDOOR / FLOODLIGHT

MIDI DELTA

LBL.OFL.1.050

LBL.OFL.1.075

Led Type COB LED

System Power 50W

Lumen Output
3000K
4000K
6000K

7145Lm 
7442Lm
7665Lm

Length 390mm

Led Type COB LED

System Power 75W

Lumen Output
3000K
4000K
6000K

10360Lm 
10788Lm
11110Lm

Length 390mm

LED IP65
CRI
90

CRI
80 OUTLED IP66 OUT IK08

/ 
Oval; x 

280mm

39
0m

m

340mm 69mm
235mm

39
0m

m

38mm

	» Direct lighting luminaire for use with LEDs.
	» Corrosion resistant die-cast aluminium body.
	» Installation with bracket on floor, walls and ceiling surfaces.
	» Mains voltage: 220-240V / 50-60Hz.
	» Clever thermal design with internal cooling pins.
	» Spot, medium, wide, wide flood and oval beam angles available.  
	» Internal silicon gaskets ensure IP protection.
	» All external screws are stainless steel.
	» Double layer polyester powder paint resistant to corrosion and 

salt spray fog.
	» Stainless steel cable gland and mains cable provided with IP68 

socket. 
	» Mechanical aiming lock.

White

Light Grey

Dark Grey

Black
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OUTDOOR / FLOODLIGHT

DELTA

LBL.OFL.1.100

LBL.OFL.1.125

Led Type COB LED

System Power 100W

Lumen Output
3000K
4000K
6000K

14300Lm 
14884Lm
15330Lm

Length 455mm

Led Type COB LED

System Power 125W

Lumen Output
3000K
4000K
6000K

17270Lm 
17980Lm
18520Lm

Length 455mm

LED IP65
CRI
80

CRI
70 OUTLED IP66 OUT IK08

/ 
Oval; x 

335mm

45
5m

m

394mm

45
5m

m

70mm
240mm

42mm

	» Direct lighting luminaire for use with LEDs.
	» Corrosion resistant die-cast aluminium body.
	» Installation with bracket on floor, walls and ceiling surfaces.
	» Mains voltage: 220-240V / 50-60Hz.
	» Clever thermal design with internal cooling pins.
	» Spot, medium, wide, wide flood and oval beam angles available.  
	» Internal silicon gaskets ensure IP protection.
	» All external screws are stainless steel.
	» Double layer polyester powder paint resistant to corrosion and 

salt spray fog.
	» Stainless steel cable gland and mains cable provided with IP68 

socket. 
	» Mechanical aiming lock.

White

Light Grey

Dark Grey

Black
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OUTDOOR / FLOODLIGHT

MAXI DELTA

LBL.OFL.1.150

LBL.OFL.1.200

Led Type COB LED

System Power 150W

Lumen Output
3000K
4000K
6000K

21540Lm 
22426Lm
23100Lm

Length 533mm

Led Type COB LED

System Power 200W

Lumen Output
3000K
4000K
6000K

27630Lm 
28768Lm
29630Lm

Length 533mm

LED IP65
CRI
80

CRI
70 OUTLED IP66 OUT IK08

/ 
Oval; x 

391mm

53
3m

m

451mm

57mm

85mm

250mm

53
3m

m

	» Direct lighting luminaire for use with LEDs.
	» Corrosion resistant die-cast aluminium body.
	» Installation with bracket on floor, walls and ceiling surfaces.
	» Mains voltage: 220-240V / 50-60Hz.
	» Clever thermal design with internal cooling pins.
	» Spot, medium, wide, wide flood and oval beam angles available.  
	» Internal silicon gaskets ensure IP protection.
	» All external screws are stainless steel.
	» Double layer polyester powder paint resistant to corrosion and 

salt spray fog.
	» Stainless steel cable gland and mains cable provided with IP68 

socket. 
	» Mechanical aiming lock.

White

Light Grey

Dark Grey

Black
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OUTDOOR / FLOODLIGHT

MEGA DELTA

LBL.OFL.1.225

Led Type COB LED

System Power 225W

Lumen Output
3000K
4000K
6000K

32380Lm 
33714Lm
34725Lm

Length 620mm

LBL.OFL.1.275

Led Type COB LED

System Power 275W

Lumen Output
3000K
4000K
6000K

37990Lm 
39556Lm
40740Lm

Length 620mm

LED IP65
CRI
80

CRI
70 OUTLED IP66 OUT IK08

	» Direct lighting luminaire for use with LEDs.
	» Corrosion resistant die-cast aluminium body.
	» Installation with bracket on floor, walls and ceiling surfaces.
	» Mains voltage: 220-240V / 50-60Hz.
	» Clever thermal design with internal cooling pins.
	» Spot, medium, wide, wide flood and oval beam angles available.  
	» Internal silicon gaskets ensure IP protection.
	» All external screws are stainless steel.
	» Double layer polyester powder paint resistant to corrosion and 

salt spray fog.
	» Stainless steel cable gland and mains cable provided with IP68 

socket. 
	» Mechanical aiming lock.

/ 
Oval; x 

460mm

62
0m

m

515mm

65mm

62
0m

m

107mm

249mm

White

Light Grey

Dark Grey

Black
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OUTDOOR / FLOODLIGHT

	» Direct lighting luminaire for use with LEDs.
	» Corrosion resistant die-cast aluminium body.
	» Installation with bracket on floor, walls and ceiling surfaces.
	» Mains voltage: 220-240V / 50-60Hz.
	» Clever thermal design with internal cooling pins.
	» Spot, medium, wide, wide flood and oval beam angles available.  
	» Internal silicon gaskets ensure IP protection.
	» All external screws are stainless steel.
	» Double layer polyester powder paint resistant to corrosion and 

salt spray fog.
	» Stainless steel cable gland and mains cable provided with IP68 

socket. 
	» Mechanical aiming lock.

ICON

LED IP65
CRI
80

CRI
70 OUTLED IP66 OUT IK08

LBL.OFL.2.36

Led Type COB LED

System Power 36W

Lumen Output
3000K
4000K
6500K

4320Lm 
4464Lm
4680Lm

Height 285mm

LBL.OFL.2.60

Led Type COB LED

System Power 60W

Lumen Output
3000K
4000K
6500K

7200Lm 
7440Lm
7800Lm

Height 285mm

LBL.OFL.2.80

Led Type COB LED

System Power 80W

Lumen Output
3000K
4000K
6500K

9600Lm 
9920Lm

10400Lm

Height 285mm

45˚ 90˚

228mm
22

8m
m

124mm

95mm

26
7m

m

28
5m

m

141mm

White

Light Grey

Dark Grey

Black
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OUTDOOR / FLOODLIGHT

MINI REGAR

LED IP65
CRI
90

CRI
80 OUTLED IP66 OUT IK08

	» Corrosion resistant die-cast aluminium body.
	» Installation with bracket on floor, walls and ceiling surfaces.
	» Mains voltage: 220-240V / 50-60Hz.
	» Clever thermal design with internal cooling pins.
	» Spot, medium, wide, wide flood and oval beam angles available.  
	» Internal silicon gaskets ensure IP protection.
	» All external screws are stainless steel.
	» Double layer polyester powder paint resistant to corrosion and 

salt spray fog.
	» Stainless steel cable gland and mains cable provided with IP68 

socket.
	» Mechanical aiming lock.

LBL.OFL.3.200

Led Type SMD LED

System Power 200W

Lumen Output
3000K
4000K
6500K

22000Lm 
23200Lm
24000Lm

LBL.OFL.3.240

Led Type SMD LED

System Power 240W

Lumen Output
3000K
4000K
6500K

26400Lm 
27840Lm
28800Lm

LBL.OFL.3.320

Led Type SMD LED

System Power 320W

Lumen Output
3000K
4000K
6500K

35200Lm 
37120Lm
38400Lm

/ 
 

White

Light Grey

Dark Grey

Black
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OUTDOOR / FLOODLIGHT

	» Corrosion resistant die-cast aluminium body.
	» Installation with bracket on floor, walls and ceiling surfaces.
	» Mains voltage: 220-240V / 50-60Hz.
	» Clever thermal design with internal cooling pins.
	» Spot, medium, wide, wide flood and oval beam angles available.  
	» Internal silicon gaskets ensure IP protection.
	» All external screws are stainless steel.
	» Double layer polyester powder paint resistant to corrosion and 

salt spray fog.
	» Stainless steel cable gland and mains cable provided with IP68 

socket.
	» Mechanical aiming lock.

REGAR

LED IP65
CRI
90

CRI
80 OUTLED IP66 OUT IK08

LBL.OFL.3.400

Led Type SMD LED

System Power 400W

Lumen Output
3000K
4000K
6500K

44000Lm 
46400Lm
48000Lm

LBL.OFL.3.480

Led Type SMD LED

System Power 480W

Lumen Output
3000K
4000K
6500K

52800Lm 
55680Lm
57600Lm

LBL.OFL.3.640

Led Type SMD LED

System Power 640W

Lumen Output
3000K
4000K
6500K

70400Lm 
74240Lm
76800Lm

/ 
 

White

Light Grey

Dark Grey

Black
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OUTDOOR / FLOODLIGHT

MAXI REGAR

LED IP65
CRI
90

CRI
80 OUTLED IP66 OUT IK08

LBL.OFL.3.720

Led Type SMD LED

System Power 720W

Lumen Output
3000K
4000K
6500K

79200Lm 
83520Lm
86400Lm

LBL.OFL.3.960

Led Type SMD LED

System Power 960W

Lumen Output
3000K
4000K
6500K

105600Lm 
113600Lm
115200Lm

/ 
 

	» Corrosion resistant die-cast aluminium body.
	» Installation with bracket on floor, walls and ceiling surfaces.
	» Mains voltage: 220-240V / 50-60Hz.
	» Clever thermal design with internal cooling pins.
	» Spot, medium, wide, wide flood and oval beam angles available.  
	» Internal silicon gaskets ensure IP protection.
	» All external screws are stainless steel.
	» Double layer polyester powder paint resistant to corrosion and 

salt spray fog.
	» Stainless steel cable gland and mains cable provided with IP68 

socket.
	» Mechanical aiming lock.

White

Light Grey

Dark Grey

Black
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OUTDOOR / FLOODLIGHT

MEGA REGAR

LED IP65
CRI
90

CRI
80 OUTLED IP66 OUT IK08

LBL.OFL.3.1280

Led Type SMD LED

System Power 1280W

Lumen Output
3000K
4000K
6500K

140800Lm 
148480Lm
153600Lm

/ 
 

	» Corrosion resistant die-cast aluminium body.
	» Installation with bracket on floor, walls and ceiling surfaces.
	» Mains voltage: 220-240V / 50-60Hz.
	» Clever thermal design with internal cooling pins.
	» Spot, medium, wide, wide flood and oval beam angles available.  
	» Internal silicon gaskets ensure IP protection.
	» All external screws are stainless steel.
	» Double layer polyester powder paint resistant to corrosion and 

salt spray fog.
	» Stainless steel cable gland and mains cable provided with IP68 

socket.
	» Mechanical aiming lock.

White

Light Grey

Dark Grey

Black
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OUTDOOR / FLOODLIGHT

LBL.OFL.4.05

Led Type POWER LED

System Power 5W

Lumen Output
3000K
4000K
6000K

552Lm 
575Lm
592Lm

Frame Dia Ø 85mm

Height 130mm

MINI REBUL

LED IP66
CRI
80

CRI
70 OUT IK08

Ø85mm

13
0m

m

100mm

Ø8
5m

m

13
0m

m

115mm

	» Corrosion resistant die-cast aluminium body.
	» Installation with bracket on floor, walls and ceiling surfaces.
	» Mains voltage: 220-240V / 50-60Hz.
	» Clever thermal design.
	» Spot, medium and wide beam angles available.
	» Internal silicon gaskets ensure IP protection.
	» All external screws are stainless steel.
	» Double layer polyester powder paint resistant to corrosion 

and salt spray fog.
	» Stainless steel cable gland and mains cable provided with 

IP68 socket.
	» Mechanical aiming lock.

White

Light Grey

Dark Grey

Black
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OUTDOOR / FLOODLIGHT

LBL.OFL.4.22

Led Type POWER LED

System Power 22W

Lumen Output
3000K
4000K
6000K

2595Lm 
2703Lm
2785Lm

Frame Dia Ø 124mm

Height 255mm

MIDI REBUL

LED IP66
CRI
80

CRI
70 OUT IK08

Ø124mm

Ø1
24

m
m

132mm

25
5m

m

Ø124mm

25
5m

m
Ø124mm

	» Corrosion resistant die-cast aluminium body.
	» Installation with bracket on floor, walls and ceiling surfaces.
	» Mains voltage: 220-240V / 50-60Hz.
	» Clever thermal design.
	» Spot, medium and wide beam angles available.
	» Internal silicon gaskets ensure IP protection.
	» All external screws are stainless steel.
	» Double layer polyester powder paint resistant to corrosion 

and salt spray fog.
	» Stainless steel cable gland and mains cable provided with 

IP68 socket.
	» Mechanical aiming lock.

White

Light Grey

Dark Grey

Black
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OUTDOOR / FLOODLIGHT

LBL.OFL.4.36

Led Type POWER LED

System Power 36W

Lumen Output
3000K
4000K
6000K

4250Lm 
4425Lm
4555Lm

Frame Dia Ø 162mm

Height 290mm

REBUL

LED IP66
CRI
80

CRI
70 OUT IK08

0
30

60

90
60

30

Ø123mm

163mm

Ø123mm
29

0m
m

Ø162mm

	» Corrosion resistant die-cast aluminium body.
	» Installation with bracket on floor, walls and ceiling surfaces.
	» Mains voltage: 220-240V / 50-60Hz.
	» Clever thermal design.
	» Spot, medium and wide beam angles available.
	» Internal silicon gaskets ensure IP protection.
	» All external screws are stainless steel.
	» Double layer polyester powder paint resistant to corrosion 

and salt spray fog.
	» Stainless steel cable gland and mains cable provided with 

IP68 socket.
	» Mechanical aiming lock.

White

Light Grey

Dark Grey

Black
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OUTDOOR / FLOODLIGHT

LBL.OFL.4.60

Led Type POWER LED

System Power 60W

Lumen Output
3000K
4000K
6000K

6875Lm 
7160Lm
7375Lm

Frame Dia Ø 215mm

Height 353mm

MAXI REBUL

LED IP66
CRI
80

CRI
70 OUT IK08

226mm
35

3m
m

150mm

Ø2
15

m
m

Ø215mm

35
3m

m
Ø150mm

	» Corrosion resistant die-cast aluminium body.
	» Installation with bracket on floor, walls and ceiling surfaces.
	» Mains voltage: 220-240V / 50-60Hz.
	» Clever thermal design.
	» Spot, medium and wide beam angles available.
	» Internal silicon gaskets ensure IP protection.
	» All external screws are stainless steel.
	» Double layer polyester powder paint resistant to corrosion 

and salt spray fog.
	» Stainless steel cable gland and mains cable provided with 

IP68 socket.
	» Mechanical aiming lock.

White

Light Grey

Dark Grey

Black
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OUTDOOR / FLOODLIGHT

LBL.OFL.5.05

Led Type POWER LED

System Power 5W

Lumen Output
3000K
4000K
6000K

552Lm 
575Lm
592Lm

Frame Dia Ø 85mm

Height 331mm

MINI REBUL SPIKE

	» Corrosion resistant die-cast aluminium body.
	» Installation with bracket on floor, walls and ceiling surfaces.
	» Mains voltage: 220-240V / 50-60Hz.
	» Clever thermal design.
	» Spot, medium and wide beam angles available.
	» Internal silicon gaskets ensure IP protection.
	» All external screws are stainless steel.
	» Double layer polyester powder paint resistant to corrosion 

and salt spray fog.
	» Stainless steel cable gland and mains cable provided with 

IP68 socket.
	» Mechanical aiming lock.

LED IP66
CRI
80

CRI
70 OUT IK08

Ø85mm

13
0m

m

33
1m

m

20
1m

m

100mm

Ø8
5m

m
13

0m
m

115mm

20
1m

m

White

Light Grey

Dark Grey

Black
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OUTDOOR / FLOODLIGHT

	» Corrosion resistant die-cast aluminium body.
	» Installation with bracket on floor, walls and ceiling surfaces.
	» Mains voltage: 220-240V / 50-60Hz.
	» Clever thermal design.
	» Spot, medium and wide beam angles available.
	» Internal silicon gaskets ensure IP protection.
	» All external screws are stainless steel.
	» Double layer polyester powder paint resistant to corrosion 

and salt spray fog.
	» Stainless steel cable gland and mains cable provided with 

IP68 socket.
	» Mechanical aiming lock.

Ø1
24

m
m

132mm

37
5m

m

19
5m

m

Ø124mm

37
5m

m

19
5m

m

LBL.OFL.5.22

Led Type POWER LED

System Power 22W

Lumen Output
3000K
4000K
6000K

2595Lm 
2703Lm
2785Lm

Frame Dia Ø 124mm

Height 375mm

REBUL SPIKE

LED IP66
CRI
80

CRI
70 OUT IK08

White

Light Grey

Dark Grey

Black
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OUTDOOR / FLOODLIGHT

LBL.OFL.5.36

Led Type POWER LED

System Power 36W

Lumen Output
3000K
4000K
6000K

4250Lm 
4425Lm
4555Lm

Frame Dia Ø 162mm

Height 493mm

MAXI REBUL SPIKE

LED IP66
CRI
80

CRI
70 OUT IK08

49
3m

m

26
5m

m

Ø162mm

Ø1
62

m
m

163mm

26
5m

m

49
3m

m

	» Corrosion resistant die-cast aluminium body.
	» Installation with bracket on floor, walls and ceiling surfaces.
	» Mains voltage: 220-240V / 50-60Hz.
	» Clever thermal design.
	» Spot, medium and wide beam angles available.
	» Internal silicon gaskets ensure IP protection.
	» All external screws are stainless steel.
	» Double layer polyester powder paint resistant to corrosion 

and salt spray fog.
	» Stainless steel cable gland and mains cable provided with 

IP68 socket.
	» Mechanical aiming lock.

White

Light Grey

Dark Grey

Black
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OUTDOOR / FLOODLIGHT

LBL.OFL.5.60

Led Type POWER LED

System Power 60 W

Lumen Output
3000K
4000K
6000K

6875Lm 
7160Lm
7375Lm

Frame Dia Ø 210mm

Height 560mm

MEGA REBUL SPIKE

LED IP66
CRI
80

CRI
70 OUT IK08

201mm

Ø2
10

m
m

56
0m

m

26
5m

m

Ø210mm

56
0m

m

26
5m

m

	» Corrosion resistant die-cast aluminium body.
	» Installation with bracket on floor, walls and ceiling surfaces.
	» Mains voltage: 220-240V / 50-60Hz.
	» Clever thermal design.
	» Spot, medium and wide beam angles available.
	» Internal silicon gaskets ensure IP protection.
	» All external screws are stainless steel.
	» Double layer polyester powder paint resistant to corrosion 

and salt spray fog.
	» Stainless steel cable gland and mains cable provided with 

IP68 socket.
	» Mechanical aiming lock.

White

Light Grey

Dark Grey

Black
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OUTDOOR / FLOODLIGHT

LBL.OFL.6.10

Led Type COB LED

System Power 10W

Lumen Output
3000K
4000K
6000K

1098Lm 
1142Lm
1177Lm

Frame Dia Ø 71mm

Height 163mm

MINI ZOE

	» Corrosion resistant die-cast aluminium body.
	» Installation with bracket on floor, walls and ceiling surfaces.
	» Mains voltage: 220-240V / 50-60Hz.
	» Clever thermal design.
	» Spot, medium, medium flood, wide and wide flood beam 

angles available.
	» Internal silicon gaskets ensure IP protection.
	» All external screws are stainless steel.
	» Double layer polyester powder paint resistant to corrosion 

and salt spray fog.
	» Stainless steel cable gland and mains cable provided with 

IP68 socket.
	» Mechanical aiming lock.

LED IP66
CRI
80

CRI
70 OUT IK08

Ø71mm

16
3m

m
Ø95mm

Ø94mm
Ø7

1m
m

16
3m

m

Ø95mm

 

White

Light Grey

Dark Grey

Black
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OUTDOOR / FLOODLIGHT

LBL.OFL.6.20

Led Type COB LED

System Power 20W

Lumen Output
3000K
4000K
6000K

2590Lm 
2696Lm
2777Lm

Frame Dia Ø 100mm

Height 193mm

MIDI ZOE

	» Corrosion resistant die-cast aluminium body.
	» Installation with bracket on floor, walls and ceiling surfaces.
	» Mains voltage: 220-240V / 50-60Hz.
	» Clever thermal design.
	» Spot, medium, medium flood, wide and wide flood beam 

angles available.
	» Internal silicon gaskets ensure IP protection.
	» All external screws are stainless steel.
	» Double layer polyester powder paint resistant to corrosion 

and salt spray fog.
	» Stainless steel cable gland and mains cable provided with 

IP68 socket.
	» Mechanical aiming lock.

LED IP66
CRI
80

CRI
70 OUT IK08

Ø100mm

19
3m

m

Ø95mm

Ø1
00

m
m

130mm
19

3m
m

Ø95mm

White

Light Grey

Dark Grey

Black
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OUTDOOR / FLOODLIGHT

LBL.OFL.6.30

Led Type COB LED

System Power 30W

Lumen Output
3000K
4000K
6000K

3950Lm 
4109Lm
4230Lm

Frame Dia Ø 135mm

Height 282mm

ZOE

	» Corrosion resistant die-cast aluminium body.
	» Installation with bracket on floor, walls and ceiling surfaces.
	» Mains voltage: 220-240V / 50-60Hz.
	» Clever thermal design.
	» Spot, medium, medium flood, wide and wide flood beam 

angles available.
	» Internal silicon gaskets ensure IP protection.
	» All external screws are stainless steel.
	» Double layer polyester powder paint resistant to corrosion 

and salt spray fog.
	» Stainless steel cable gland and mains cable provided with 

IP68 socket.
	» Mechanical aiming lock.

LED IP66
CRI
80

CRI
70 OUT IK08

135mm

28
2m

m

150mm

175mm

Ø1
35

m
m

28
2m

m

150mm

White

Light Grey

Dark Grey

Black
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OUTDOOR / FLOODLIGHT

LBL.OFL.6.42

Led Type COB LED

System Power 42W

Lumen Output
3000K
4000K
6000K

4900Lm 
5106Lm
5260Lm

Frame Dia Ø 165mm

Height 309mm

MAXI ZOE

	» Corrosion resistant die-cast aluminium body.
	» Installation with bracket on floor, walls and ceiling surfaces.
	» Mains voltage: 220-240V / 50-60Hz.
	» Clever thermal design.
	» Spot, medium, medium flood, wide and wide flood beam 

angles available.
	» Internal silicon gaskets ensure IP protection.
	» All external screws are stainless steel.
	» Double layer polyester powder paint resistant to corrosion 

and salt spray fog.
	» Stainless steel cable gland and mains cable provided with 

IP68 socket.
	» Mechanical aiming lock.

LED IP66
CRI
80

CRI
70 OUT IK08

200mm
30

9m
m

Ø150mm

Ø1
65

m
m

Ø165mm

30
9m

m

Ø150mm

White

Light Grey

Dark Grey

Black
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OUTDOOR / FLOODLIGHT

LBL.OFL.7.10

Led Type COB LED

System Power 10W

Lumen Output
3000K
4000K
6000K

1098Lm 
1142Lm
1177Lm

Frame Dia Ø 71mm

Height 163mm

MINI ZOE SPIKE

	» Corrosion resistant die-cast aluminium body.
	» Installation with bracket on floor, walls and ceiling surfaces.
	» Mains voltage: 220-240V / 50-60Hz.
	» Clever thermal design.
	» Spot, medium, medium flood, wide and wide flood beam 

angles available.
	» Internal silicon gaskets ensure IP protection.
	» All external screws are stainless steel.
	» Double layer polyester powder paint resistant to corrosion 

and salt spray fog.
	» Stainless steel cable gland and mains cable provided with 

IP68 socket.
	» Mechanical aiming lock.

LED IP66
CRI
80

CRI
70 OUT IK08

 

Ø71mm

16
3m

m
19

5m
m

94mm

Ø7
1m

m

16
3m

m
19

5m
m

White

Light Grey

Dark Grey

Black
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OUTDOOR / FLOODLIGHT

LBL.OFL.7.20

Led Type COB LED

System Power 20W

Lumen Output
3000K
4000K
6000K

2590Lm 
2696Lm
2777Lm

Frame Dia Ø 100mm

Height 193mm

MIDI ZOE SPIKE

	» Corrosion resistant die-cast aluminium body.
	» Installation with bracket on floor, walls and ceiling surfaces.
	» Mains voltage: 220-240V / 50-60Hz.
	» Clever thermal design.
	» Spot, medium, medium flood, wide and wide flood beam 

angles available.
	» Internal silicon gaskets ensure IP protection.
	» All external screws are stainless steel.
	» Double layer polyester powder paint resistant to corrosion 

and salt spray fog.
	» Stainless steel cable gland and mains cable provided with 

IP68 socket.
	» Mechanical aiming lock.

LED IP66
CRI
80

CRI
70 OUT IK08

Ø100mm

19
3m

m
19

5m
m

Ø1
00

m
m

130mm

19
3m

m

19
5m

m

White

Light Grey

Dark Grey

Black
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OUTDOOR / FLOODLIGHT

LBL.OFL.7.30

Led Type COB LED

System Power 30W

Lumen Output
3000K
4000K
6000K

3950Lm 
4109Lm
4230Lm

Frame Dia Ø 135mm

Height 282mm

ZOE SPIKE

	» Corrosion resistant die-cast aluminium body.
	» Installation with bracket on floor, walls and ceiling surfaces.
	» Mains voltage: 220-240V / 50-60Hz.
	» Clever thermal design.
	» Spot, medium, medium flood, wide and wide flood beam 

angles available.
	» Internal silicon gaskets ensure IP protection.
	» All external screws are stainless steel.
	» Double layer polyester powder paint resistant to corrosion 

and salt spray fog.
	» Stainless steel cable gland and mains cable provided with 

IP68 socket.
	» Mechanical aiming lock.

LED IP66
CRI
80

CRI
70 OUT IK08

Ø135mm

28
2m

m
26

5m
m

175mm

Ø1
35

m
m

28
2m

m

26
5m

m

White

Light Grey

Dark Grey

Black
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OUTDOOR / FLOODLIGHT

LBL.OFL.7.42

Led Type COB LED

System Power 42W

Lumen Output
3000K
4000K
6000K

4900Lm 
5106Lm
5260Lm

Frame Dia Ø 165mm

Height 309mm

MAXI ZOE SPIKE

	» Corrosion resistant die-cast aluminium body.
	» Installation with bracket on floor, walls and ceiling surfaces.
	» Mains voltage: 220-240V / 50-60Hz.
	» Clever thermal design.
	» Spot, medium, medium flood, wide and wide flood beam 

angles available.
	» Internal silicon gaskets ensure IP protection.
	» All external screws are stainless steel.
	» Double layer polyester powder paint resistant to corrosion 

and salt spray fog.
	» Stainless steel cable gland and mains cable provided with 

IP68 socket.
	» Mechanical aiming lock.

LED IP66
CRI
80

CRI
70 OUT IK08

30
9m

m Ø1
65

m
m

220mm

26
5m

m

Ø165mm

30
9m

m
26

5m
m

30
9m

m Ø1
65

m
m

220mm

26
5m

m

Ø165mm

30
9m

m

White

Light Grey

Dark Grey

Black
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OUTDOOR / HIGHBAY

ALBEA

LED IP65
CRI
90

CRI
80 OUTLED IP65 OUT IK08

	» Direct lighting highbay luminaire for use with LEDs
	» Corrosion resistant die-cast aluminium body.
	» Installation with bracket on floor, walls and ceiling surfaces.
	» Mains voltage: 220-240V / 50-60Hz.
	» Clever thermal design.
	» Internal silicon gaskets ensure IP protection.
	» All external screws are stainless steel.
	» Double layer polyester powder paint resistant to corrosion and 

salt spray fog.
	» Stainless steel cable gland and mains cable provided with IP68 

socket.
	» Mechanical aiming lock.

 1
00

,0
0 

281,72 

LBL.HB.1.100

LBL.HB.1.075LBL.HB.1.060

Led Type POWER LED

System Power 100W

Lumen Output
3000K
4000K
6500K

11400Lm 
11600Lm
12000Lm

Frame Dia Ø 282mm

Height 100mm

Led Type POWER LED

System Power 75W

Lumen Output
3000K
4000K
6500K

8250Lm 
8700Lm
9000Lm

Frame Dia Ø 282mm

Height 100mm

Led Type POWER LED

System Power 60W

Lumen Output
3000K
4000K
6500K

6600Lm 
6960Lm
7200Lm

Frame Dia Ø 282mm

Height 100mm

White

Light Grey

Dark Grey

Black
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OUTDOOR / HIGHBAY

	» Direct lighting highbay luminaire for use with LEDs
	» Corrosion resistant die-cast aluminium body.
	» Installation with bracket on ceiling surfaces.
	» Mains voltage: 220-240V / 50-60Hz.
	» Clever thermal design.
	» Internal silicon gaskets ensure IP protection.
	» All external screws are stainless steel.
	» Double layer polyester powder paint resistant to corrosion and 

salt spray fog.
	» Stainless steel cable gland and mains cable provided with IP68 

socket.
	» Mechanical aiming lock.

LED IP65
CRI
90

CRI
80 OUTLED IP65 OUT IK08

LBL.HB.2.120

LBL.HB.2.100LBL.HB.2.075

Led Type POWER LED

System Power 120W

Lumen Output
3000K
4000K
6500K

13200Lm 
13920Lm
14400Lm

Frame Dia Ø 335mm

Height 150mm

Led Type POWER LED

System Power 100W

Lumen Output
3000K
4000K
6500K

11400Lm 
11600Lm
12000Lm

Frame Dia Ø 335mm

Height 150mm

Led Type POWER LED

System Power 75W

Lumen Output
3000K
4000K
6500K

8250Lm 
8700Lm
9000Lm

Frame Dia Ø 335mm

Height 150mm

White

Light Grey

Dark Grey

Black

IDEA
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OUTDOOR / HIGHBAY

 224,08 

 482,74 

 1
76

,6
3 

MAREA

LED IP65
CRI
90

CRI
80 OUTLED IP65 OUT IK08

	» Direct lighting highbay luminaire for use with LEDs
	» Corrosion resistant die-cast aluminium body.
	» Installation with bracket on ceiling surfaces.
	» Mains voltage: 220-240V / 50-60Hz.
	» Clever thermal design.
	» Internal silicon gaskets ensure IP protection.
	» All external screws are stainless steel.
	» Double layer polyester powder paint resistant to corrosion and 

salt spray fog.
	» Stainless steel cable gland and mains cable provided with IP68 

socket.
	» Mechanical aiming lock.

LBL.HB.3.240

LBL.HB.3.200LBL.HB.3.150

Led Type POWER LED

System Power 240W

Lumen Output
3000K
4000K
6500K

26400Lm 
27840Lm
28800Lm

Frame Dia Ø 224mm

Height 176mm

Led Type POWER LED

System Power 200W

Lumen Output
3000K
4000K
6500K

22800Lm 
23200Lm
24000Lm

Frame Dia Ø 224mm

Height 176mm

Led Type POWER LED

System Power 150W

Lumen Output
3000K
4000K
6500K

16500Lm 
17400Lm
18000Lm

Frame Dia Ø 224mm

Height 176mm

White

Light Grey

Dark Grey

Black
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OUTDOOR / STREET LIGHT

LBL.STR.1.035

Led Type POWER LED

System Power 35W

Lumen Output
3000K
4000K
6000K

4620Lm 
4865Lm
4970Lm

Frame Dia Ø 241mm

Height 440mm

LBL.STR.1.025

Led Type POWER LED

System Power 25W

Lumen Output
3000K
4000K
6000K

3500Lm 
3800Lm
4000Lm

Frame Dia Ø 241mm

Height 440mm

MINI SUNNY

	» Corrosion resistant die-cast aluminium body.
	» Installation with bracket on ceiling surfaces.
	» Mains voltage: 220-240V / 50-60Hz.
	» Clever thermal design.
	» Internal silicon gaskets ensure IP protection.
	» All external screws are stainless steel.
	» Double layer polyester powder paint resistant to corrosion 

and salt spray fog.
	» Stainless steel cable gland and mains cable provided with 

IP68 socket.
	» Mechanical aiming lock.

LED IP66
CRI
80

CRI
70 OUT IK09

White

Light Grey

Dark Grey

Black

Streetlight Optic

44
0m

m

241mm

22
3m

m51
m

m

92
m

m
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OUTDOOR / STREET LIGHT

MIDI SUNNY

	» Corrosion resistant die-cast aluminium body.
	» Installation with bracket on ceiling surfaces.
	» Mains voltage: 220-240V / 50-60Hz.
	» Clever thermal design.
	» Internal silicon gaskets ensure IP protection.
	» All external screws are stainless steel.
	» Double layer polyester powder paint resistant to corrosion 

and salt spray fog.
	» Stainless steel cable gland and mains cable provided with 

IP68 socket.
	» Mechanical aiming lock.

LED IP66
CRI
80

CRI
70 OUT IK09

White

Light Grey

Dark Grey

Black

LBL.STR.1.090

LBL.STR.1.070LBL.STR.1.050

Led Type POWER LED

System Power 90W

Lumen Output
3000K
4000K
6000K

11700Lm 
12285Lm
12600Lm

Frame Dia Ø 284mm

Height 517mm

Led Type POWER LED

System Power 70W

Lumen Output
3000K
4000K
6000K

9520Lm 
9870Lm

10150Lm

Frame Dia Ø 284mm

Height 517mm

Led Type POWER LED

System Power 50W

Lumen Output
3000K
4000K
6000K

6900Lm 
7250Lm
7500Lm

Frame Dia Ø 284mm

Height 517mm

Streetlight Optic

51
7m

m

284mm

260mm

105mm

58mm
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OUTDOOR / STREET LIGHT

SUNNY

	» Corrosion resistant die-cast aluminium body.
	» Installation with bracket on ceiling surfaces.
	» Mains voltage: 220-240V / 50-60Hz.
	» Clever thermal design.
	» Internal silicon gaskets ensure IP protection.
	» All external screws are stainless steel.
	» Double layer polyester powder paint resistant to corrosion 

and salt spray fog.
	» Stainless steel cable gland and mains cable provided with 

IP68 socket.
	» Mechanical aiming lock.

LED IP66
CRI
80

CRI
70 OUT IK09

White

Light Grey

Dark Grey

Black

LBL.STR.1.150

LBL.STR.1.120LBL.STR.1.105

Led Type POWER LED

System Power 150W

Lumen Output
3000K
4000K
6000K

20250Lm 
21075Lm
21600Lm

Frame Dia Ø 357mm

Height 612mm

Led Type POWER LED

System Power 120W

Lumen Output
3000K
4000K
6000K

15600Lm 
16320Lm
16800Lm

Frame Dia Ø 357mm

Height 612mm

Led Type POWER LED

System Power 105W

Lumen Output
3000K
4000K
6000K

13755Lm 
14490Lm
14805Lm

Frame Dia Ø 357mm

Height 612mm

Streetlight Optic

357mm

61
2m

m

261mm

109mm

60mm
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OUTDOOR / STREET LIGHT

MAXI SUNNY

	» Corrosion resistant die-cast aluminium body.
	» Installation with bracket on ceiling surfaces.
	» Mains voltage: 220-240V / 50-60Hz.
	» Clever thermal design.
	» Internal silicon gaskets ensure IP protection.
	» All external screws are stainless steel.
	» Double layer polyester powder paint resistant to corrosion 

and salt spray fog.
	» Stainless steel cable gland and mains cable provided with 

IP68 socket.
	» Mechanical aiming lock.

LED IP66
CRI
80

CRI
70 OUT IK09

White

Light Grey

Dark Grey

Black

LBL.STR.1.200

LBL.STR.1.175

Led Type POWER LED

System Power 200W

Lumen Output
3000K
4000K
6000K

25600Lm 
26656Lm
24700Lm

Frame Dia Ø 429mm

Height 735mm

Led Type POWER LED

System Power 175W

Lumen Output
3000K
4000K
6000K

22750Lm 
23800Lm
24500Lm

Frame Dia Ø 429mm

Height 735mm

73
5m

m

429m

315mm

74mm

133mm

Streetlight Optic
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OUTDOOR / STREET LIGHT

LBL.STR.2.100

Led Type POWER LED

System Power 100W

Lumen Output
3000K
4000K
6500K

11000Lm 
11600Lm
12000Lm

Frame Dia Ø 292mm

Height 680mm

LBL.STR.2.075

Led Type POWER LED

System Power 75W

Lumen Output
3000K
4000K
6500K

8250Lm 
8700Lm
9000Lm

Frame Dia Ø 292mm

Height 680mm

MINI POLO

	» Corrosion resistant die-cast aluminium body.
	» Installation with bracket on ceiling surfaces.
	» Mains voltage: 220-240V / 50-60Hz.
	» Clever thermal design.
	» Internal silicon gaskets ensure IP protection.
	» All external screws are stainless steel.
	» Double layer polyester powder paint resistant to corrosion 

and salt spray fog.
	» Stainless steel cable gland and mains cable provided with 

IP68 socket.
	» Mechanical aiming lock.

LED IP66
CRI
80

CRI
70 OUT IK08

White

Light Grey

Dark Grey

Black

60 / 90
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OUTDOOR / STREET LIGHT

LBL.STR.2.150

Led Type POWER LED

System Power 150W

Lumen Output
3000K
4000K
6500K

16500Lm 
17400Lm
18000Lm

Frame Dia Ø 292mm

Height 680mm

LBL.STR.2.125

Led Type POWER LED

System Power 125W

Lumen Output
3000K
4000K
6500K

13750Lm 
14500Lm
15000Lm

Frame Dia Ø 292mm

Height 680mm

MAXI POLO

	» Corrosion resistant die-cast aluminium body.
	» Installation with bracket on ceiling surfaces.
	» Mains voltage: 220-240V / 50-60Hz.
	» Clever thermal design.
	» Internal silicon gaskets ensure IP protection.
	» All external screws are stainless steel.
	» Double layer polyester powder paint resistant to corrosion 

and salt spray fog.
	» Stainless steel cable gland and mains cable provided with 

IP68 socket.
	» Mechanical aiming lock.

LED IP66
CRI
80

CRI
70 OUT IK08

White

Light Grey

Dark Grey

Black

60 / 90
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OUTDOOR / STREET LIGHT

MINI VEGA

	» Corrosion resistant die-cast aluminium body.
	» Installation with bracket on ceiling surfaces.
	» Mains voltage: 220-240V / 50-60Hz.
	» Clever thermal design.
	» Internal silicon gaskets ensure IP protection.
	» All external screws are stainless steel.
	» Double layer polyester powder paint resistant to corrosion 

and salt spray fog.
	» Stainless steel cable gland and mains cable provided with 

IP68 socket.
	» Mechanical aiming lock.

LED IP66
CRI
80

CRI
70 OUT IK08

White

Light Grey

Dark Grey

Black

LBL.STR.3.100

LBL.STR.3.120

Led Type POWER LED

System Power 100W

Lumen Output
3000K
4000K
6500K

11000Lm 
11600Lm
12000Lm

Frame Dia Ø 279mm

Height 609mm

Led Type POWER LED

System Power 120W

Lumen Output
3000K
4000K
6500K

13200Lm 
13920Lm
14400Lm

Frame Dia Ø 279mm

Height 609mm

LBL.STR.3.075

Led Type POWER LED

System Power 75W

Lumen Output
3000K
4000K
6500K

8250Lm 
8700Lm
9000Lm

Frame Dia Ø 279mm

Height 609mm

60 / 90
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OUTDOOR / STREET LIGHT

MAXI VEGA

	» Corrosion resistant die-cast aluminium body.
	» Installation with bracket on ceiling surfaces.
	» Mains voltage: 220-240V / 50-60Hz.
	» Clever thermal design.
	» Internal silicon gaskets ensure IP protection.
	» All external screws are stainless steel.
	» Double layer polyester powder paint resistant to corrosion 

and salt spray fog.
	» Stainless steel cable gland and mains cable provided with 

IP68 socket.
	» Mechanical aiming lock.

LED IP66
CRI
80

CRI
70 OUT IK08

White

Light Grey

Dark Grey

Black

LBL.STR.3.200

LBL.STR.3.240

Led Type POWER LED

System Power 200W

Lumen Output
3000K
4000K
6500K

22000Lm 
23200Lm
24000Lm

Frame Dia Ø 337mm

Height 792mm

Led Type POWER LED

System Power 240W

Lumen Output
3000K
4000K
6500K

26400Lm 
27840Lm
28800Lm

Frame Dia Ø 337mm

Height 792mm

LBL.STR.3.180

Led Type POWER LED

System Power 180W

Lumen Output
3000K
4000K
6500K

19800Lm 
20880Lm
21600Lm

Frame Dia Ø 337mm

Height 792mm

60 / 90
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OUTDOOR / POLE LIGHT

LBL.POL.1.060

Led Type POWER LED

System Power 60W

Lumen Output
3000K
4000K
6000K

7080Lm 
7287Lm
7500Lm

Frame Dia Ø 470mm

Height 540mm

LBL.POL.1.040

Led Type POWER LED

System Power 40W

Lumen Output
3000K
4000K
6000K

4800Lm 
4978Lm
5200Lm

Frame Dia Ø 470mm

Height 540mm

ARNEB

	» Corrosion resistant die-cast aluminium body.
	» Installation with bracket on ceiling surfaces.
	» Mains voltage: 220-240V / 50-60Hz.
	» Clever thermal design.
	» Internal silicon gaskets ensure IP protection.
	» All external screws are stainless steel.
	» Double layer polyester powder paint resistant to corrosion 

and salt spray fog.
	» Stainless steel cable gland and mains cable provided with 

IP68 socket.
	» Mechanical aiming lock.

LED IP66
CRI
80

CRI
70 OUT IK08

White

Light Grey

Dark Grey

Black

Streetlight Optic

470mm

54
0m

m
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OUTDOOR / POLE LIGHT

LBL.POL.5.30

Led Type POWER LED

System Power 30W

Lumen Output
3000K
4000K
6500K

3540Lm 
3600Lm
3750Lm

Frame Dia Ø 150mm

Height 3000mm

ALDERMAIN

	» Corrosion resistant aluminium body.
	» Installation with bracket on ceiling surfaces.
	» Mains voltage: 220-240V / 50-60Hz.
	» Clever thermal design.
	» Internal silicon gaskets ensure IP protection.
	» All external screws are stainless steel.
	» Double layer polyester powder paint resistant to corrosion 

and salt spray fog.
	» Stainless steel cable gland and mains cable provided with 

IP68 socket.
	» Mechanical aiming lock.

LED IP66
CRI
80

CRI
70 OUT IK08

White

Light Grey

Dark Grey

Black
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OUTDOOR / POLE LIGHT

LBL.POL.2.030

Led Type POWER LED

System Power 30W

Lumen Output
3000K
4000K
6000K

4260Lm 
4470Lm
4590Lm

Frame Dia Ø 380mm

Height 500mm

MINI ALBIREO

	» Corrosion resistant die-cast aluminium body.
	» Installation with bracket on ceiling surfaces.
	» Mains voltage: 220-240V / 50-60Hz.
	» Clever thermal design.
	» Internal silicon gaskets ensure IP protection.
	» All external screws are stainless steel.
	» Double layer polyester powder paint resistant to corrosion 

and salt spray fog.
	» Stainless steel cable gland and mains cable provided with 

IP68 socket.
	» Mechanical aiming lock.

LED IP66
CRI
80

CRI
70 OUT IK08

White

Light Grey

Dark Grey

Black

50
0m

m

Ø380mm

50
0m

m

Ø380mm

Streetlight Optic
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OUTDOOR / POLE LIGHT

LBL.POL.2.060

Led Type POWER LED

System Power 60W

Lumen Output
3000K
4000K
6000K

7020Lm 
7287Lm
7500Lm

Frame Dia Ø 520mm

Height 640mm

MAXI ALBIREO

	» Corrosion resistant die-cast aluminium body.
	» Installation with bracket on ceiling surfaces.
	» Mains voltage: 220-240V / 50-60Hz.
	» Clever thermal design.
	» Internal silicon gaskets ensure IP protection.
	» All external screws are stainless steel.
	» Double layer polyester powder paint resistant to corrosion 

and salt spray fog.
	» Stainless steel cable gland and mains cable provided with 

IP68 socket.
	» Mechanical aiming lock.

LED IP66
CRI
80

CRI
70 OUT IK08

White

Light Grey

Dark Grey

Black

Streetlight Optic

64
0m

m

Ø520mm Ø520mm

64
0m

m



www.rightlightings.com216

OUTDOOR / POLE LIGHT

LBL.POL.3.050

Led Type POWER LED

System Power 50W

Lumen Output
3000K
4000K
6000K

5750Lm 
6000Lm
6250Lm

Frame Dia Ø 100mm

Height 3000mm

ALGENIB-I

	» Corrosion resistant aluminium body.
	» Installation with bracket on ceiling surfaces.
	» Mains voltage: 220-240V / 50-60Hz.
	» Clever thermal design.
	» Internal silicon gaskets ensure IP protection.
	» All external screws are stainless steel.
	» Double layer polyester powder paint resistant to corrosion 

and salt spray fog.
	» Stainless steel cable gland and mains cable provided with 

IP68 socket.
	» Mechanical aiming lock.

LED IP66
CRI
90

CRI
80 OUT IK08

White

Light Grey

Dark Grey

Black
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OUTDOOR / POLE LIGHT

LBL.POL.3.100

Led Type POWER LED

System Power 2X50W

Lumen Output
3000K
4000K
6000K

11500Lm 
12000Lm
12500Lm

Frame Dia Ø 100mm

Height 3000mm

ALGENIB-II

	» Corrosion resistant aluminium body.
	» Installation with bracket on ceiling surfaces.
	» Mains voltage: 220-240V / 50-60Hz.
	» Clever thermal design.
	» Internal silicon gaskets ensure IP protection.
	» All external screws are stainless steel.
	» Double layer polyester powder paint resistant to corrosion 

and salt spray fog.
	» Stainless steel cable gland and mains cable provided with 

IP68 socket.
	» Mechanical aiming lock.

LED IP66
CRI
90

CRI
80 OUT IK08

White

Light Grey

Dark Grey

Black
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OUTDOOR / POLE LIGHT

LBL.POL.4.050

Led Type POWER LED

System Power 50W

Lumen Output
3000K
4000K
6500K

5750Lm 
6000Lm
6250Lm

Frame Dia Ø 860mm

Height 4000mm

ARSHIA-I

	» Corrosion resistant aluminium body.
	» Installation with bracket on ceiling surfaces.
	» Mains voltage: 220-240V / 50-60Hz.
	» Clever thermal design.
	» Internal silicon gaskets ensure IP protection.
	» All external screws are stainless steel.
	» Double layer polyester powder paint resistant to corrosion 

and salt spray fog.
	» Stainless steel cable gland and mains cable provided with 

IP68 socket.
	» Mechanical aiming lock.

LED IP66
CRI
80

CRI
70 OUT IK08

White

Light Grey

Dark Grey

Black

Streetlight Optic
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OUTDOOR / POLE LIGHT

LBL.POL.4.050

Led Type POWER LED

System Power 2X50W

Lumen Output
3000K
4000K
6500K

11500Lm 
12000Lm
12500Lm

Frame Dia Ø 1660mm

Height 4000mm

ARSHIA-II

	» Corrosion resistant aluminium body.
	» Installation with bracket on ceiling surfaces.
	» Mains voltage: 220-240V / 50-60Hz.
	» Clever thermal design.
	» Internal silicon gaskets ensure IP protection.
	» All external screws are stainless steel.
	» Double layer polyester powder paint resistant to corrosion 

and salt spray fog.
	» Stainless steel cable gland and mains cable provided with 

IP68 socket.
	» Mechanical aiming lock.

LED IP66
CRI
80

CRI
70 OUT IK08

White

Light Grey

Dark Grey

Black

Streetlight Optic
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OUTDOOR / BOLLARD

LBL.BLR.L1.15

Led Type POWER LED

System Power 15W

Lumen Output
3000K
4000K
6000K

975Lm 
1050Lm
1200Lm

Frame Dia Ø 150mm

Height 1000mm

ROXA LONG

	» Corrosion resistant aluminium body.
	» Installation with bracket on ceiling surfaces.
	» Mains voltage: 220-240V / 50-60Hz.
	» Clever thermal design.
	» Internal silicon gaskets ensure IP protection.
	» All external screws are stainless steel.
	» Double layer polyester powder paint resistant to corrosion 

and salt spray fog.
	» Stainless steel cable gland and mains cable provided with 

IP68 socket.
	» Mechanical aiming lock.

LED IP66
CRI
90

CRI
80 OUT IK08

White

Light Grey

Dark Grey

Black
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OUTDOOR / BOLLARD

LBL.BLR.S1.15

Led Type POWER LED

System Power 15W

Lumen Output
3000K
4000K
6000K

975Lm 
1050Lm
1200Lm

Frame Dia Ø 150mm

Height 400mm

ROXA SHORT

	» Corrosion resistant aluminium body.
	» Installation with bracket on ceiling surfaces.
	» Mains voltage: 220-240V / 50-60Hz.
	» Clever thermal design.
	» Internal silicon gaskets ensure IP protection.
	» All external screws are stainless steel.
	» Double layer polyester powder paint resistant to corrosion 

and salt spray fog.
	» Stainless steel cable gland and mains cable provided with 

IP68 socket.
	» Mechanical aiming lock.

LED IP66
CRI
90

CRI
80 OUT IK08

White

Light Grey

Dark Grey

Black
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OUTDOOR / BOLLARD

LBL.BLR.2.15

Led Type POWER LED

System Power 15W

Lumen Output
3000K
4000K
6000K

975Lm 
1050Lm
1200Lm

Frame Dia Ø 150mm

Height 1000mm

RUHA

	» Corrosion resistant aluminium body.
	» Installation with bracket on ceiling surfaces.
	» Mains voltage: 220-240V / 50-60Hz.
	» Clever thermal design.
	» Internal silicon gaskets ensure IP protection.
	» All external screws are stainless steel.
	» Double layer polyester powder paint resistant to corrosion 

and salt spray fog.
	» Stainless steel cable gland and mains cable provided with 

IP68 socket.
	» Mechanical aiming lock.

LED IP66
CRI
90

CRI
80 OUT IK08

White

Light Grey

Dark Grey

Black

150mm

70
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m
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OUTDOOR / BOLLARD

LBL.BLR.3.20

Led Type POWER LED

System Power 20W

Lumen Output
3000K
4000K
5000K

2430Lm 
2530Lm
2605Lm

Frame Dia Ø 124mm

Height 475mm

BELLA

	» Corrosion resistant aluminium body.
	» Installation with bracket on ceiling surfaces.
	» Mains voltage: 220-240V / 50-60Hz.
	» Clever thermal design.
	» Internal silicon gaskets ensure IP protection.
	» All external screws are stainless steel.
	» Double layer polyester powder paint resistant to corrosion 

and salt spray fog.
	» Stainless steel cable gland and mains cable provided with 

IP68 socket.
	» Mechanical aiming lock.

LED IP66
CRI
90

CRI
80 OUT IK08

White

Light Grey

Dark Grey

Black
10
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21
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E-mail : info@rightlightings.com
E-mail : export@rightlightings.com

Our Phone : +90 212 999 02 50
Mobile        : +90 507 579 99 00

FACTORY
Address :Akçaburgaz Mah. Akçaburgaz Cad. NO:43.

Istanbul / TURKEY
ISTANBUL OFFICE

Address :Zafer Mahallesi Haramidere Yolu Caddesi SEMBOL İSTANBUL PLAZA
C-Blok No: 76 - 77 - 78 Esenyurt/Istanbul/TURKEY
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